From boatanchors@theporch.com Tue Oct 22 16:41:09 1996 

From: "Bob Ragain, 303-470-2534, RAGAIN@SEDALIA.OMNES.SLB.COM" 
<RAGAIN@hubvx6.sedalia.wireline.slb.com> 

Subject: "Looked like a BC-348" 

Message-ID: <961022101929.25053cc1@hubvx6.sedalia.wireline.slb.com> 


Thanks for all the replies to my query about the radio that "looks like a 
BC-348 but isn't". I've reduced many good comments to a few lines below. 


As suggested by the many replies, the radio I saw was probably one of the 
following: BC-342, BC-312 or a BC-344. I didn't look close enough to spot 
any of the small details to know exactly. The hamfest price, $100, was a 
little too much for me without knowing what I was looking at. 


Some of the tidbits of information were: 


."could easily be BC-312, BC-342, or BC-344 as they all look alike.... 
two were DC-powered and two were AC. Two were VLF and two were HF... 
That big elephant snout on the panel was the tell-tale sign." 

(Thanks Ray.) 


-"Sounds like a BC-312 or BC-342 (117VAC power supply version of 312)... 


Picture of 312 is on my web page http://ouvaxa.cats.ohiou.edu/~post/ 
PIX/BA.HTML 

also: "The BC-312 has a send/receive switch" 

(Thanks Rich, sure can't beat a picture for details!) 


."a BC-342, an Army receiver. The "ugly plug" is proof positive... 
(Thanks Bill) 


."Maybe it was the BC-312. Lower right corner is a connector that 
points down. Carries power and all other interconnects when 
working as part of the SCR-399 system. (Bc-610/BC-312) 

(Thanks Larry.) 


.."a BC-342... This was an AC radio that ran on 110VAC. There was 
a BC312 that looked very much like it..." 
(Thanks Bill) 


."probably a member of the BC-312/314/342/344 family. These were 
government designed BC-224/348s. <grin> 
(Thanks Ken) 


and a nice description from Jim: 
The 348 "lookalike" sounds like a BC-342 or 312 . The 342 ran off 
110 V and the 312 was the 28 volt dynamotor jeep version. Moore's 3rd 
addition gives a bit of history in the military section in the back. 
The 342 is certainly a heavier radio than the 348 , having a steel vs 


aluminum case. I also think its ugly with its "elephant trunk" cable 
duct on the front but thats how they made them. I have both the 348 
and 342 but I have not compared them on electrical performance yet. 
They are both rugged receivers and small enough to not take over a 
whole desk top. The 342 has an extra vernier tuning knob which I 
thought would be good for bandspread compared to a 348 but I found 
this just brings the tuning rate down to about the same as the 348. 


Bob Ragain WB4ETT Littleton, CO 


From boatanchors@theporch.com Tue Oct 22 16:41:09 1996 
From: "D.D. Todd" <dube3@n-link. com> 

Subject: "Works" (was Re: recent arrival) 

Message-ID: <326D22F3.749D@n-link.com> 


In my experience, the seller's statement "works" means that you get some sort of 
response when you turn the 

switch on. It may be a hum, a crackle, or something lights up. "Works great" can 
mean that at least one 

station is audible, regardless of how faintly or how near the station is (in the 
case of transmitters, it 

emits something at the antenna terminal, regardless of whether it is the selected 
frequency or not). 


Then you have the buyer like one I had who, after I sold him a transceiver that I 
had on the air the night 

before, for far less than the going price, called me months and months later 
asking for his money back because 

the guy HE sold it to claimed that the transformer was burned out! 


73, 
Dube Todd dube3@n-link.com 


If we had to tolerate in others all that we permit in ourselves, life would 
be completely unbearable. 
- Georges Courtelline 


From boatanchors@theporch.com Tue Oct 22 16:41:09 1996 
From: "Grant Youngman" <nq5t@gte.net> 

Subject: (Fwd) re: Stuck knobs 

Message-ID: <199610221453 . JAAQ08193@mail1.gte.net> 


> Deoxit works it's way around the set screw and breaks it free when 
> you apply the wrench the next day. I'm recommending this method 
> because it's never failed! Works every time. 


Every rule has an exception. 


On an sp600 aluminum knob with a frozen set screw I used Deoxit, 
Liquid Wrench, that gritty stuff thats supposed to make wrenches grip 
better (forget the name), E-Z outs, and several high speed super duty 
drill bits. Might as well have been attempting to disassemble the 
great pyramid with a tea spoon. 


Finally, I julienned the knob with a hacksaw. Hacksaw works every 
time :-) 


Grant/NQ5T 

Grant Youngman -- NQ5T 

nq5t@gte.net 

HTTP: //home1. gte.net/nq5t/index.htm 
Double Oak, TX (near Dallas) 


From boatanchors@theporch.com Tue Oct 22 08:56:19 1996 
From: n5off@w5ddl.aara.org 

Subject: 3TF7 Workaround 

Message-ID: <491581@w5ddl.aara.org> 


I simply jumper the 3TF7, and use 12V tubes in place of the 6V tubes 
originally used in series with it. Result no need for a resistor or some 
other gadget to eat the voltage. 


73 de tom 


From boatanchors@theporch.com Tue Oct 22 16:41:09 1996 
From: Richard Post <POST@ouvaxa.cats.ohiou.edu> 
Subject: RE: 3TF7 Workaround 

Message-ID: <A4241ZWNRFOVN5x /R=OUVAXA/R=A1/U=POST /@MHS> 


>>>>> 
I simply jumper the 3TF7, and use 12V tubes in place of the 6V tubes 
originally used in series with it. Result no need for a resistor or some 
other gadget to eat the voltage. 


73 de tom 
>>>>> 


The original poster mentioned the use of a diode to drop the voltage and 
checked it with a voltmeter on DC. Don't necessarily trust the voltmeter. 
The equivalent heating value of a half-wave diode in series with an AC line 
is about 70% of the AC RMS, not around 50% as your meter will lead to 
believe. (I believe theoretical to be .707) This was discussed as a 
replacement for the old line cord resistance sometimes used in early series 
sets. It can be done but don't trust the voltmeter. If you wish to drop 
the heating value in half, add the necessary resistance to the diode. 


73, Rich 


From boatanchors@theporch.com Tue Oct 22 08:56:19 1996 
From: stever@cybercomm.net (Stephan Rashkin) 

Subject: 519 Archives? 

Message-ID: <199610220225.WAA10132@raven.cybercomm.net> 
Is there a R388/51J archive anywhere in the list?? 
Thanks 73, 

Steve, WA2NHZ 


KKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKEKKKKKKKKKKKKAKK 


Steve Rashkin, WA2NHZ 
Howell, New Jersey 07731 


E-mail: stever@raven.cybercom.com 


KKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKK 


From boatanchors@theporch.com Tue Oct 22 21:40:55 1996 
From: k7yha@juno.com (Richard H. Arland) 

Subject: A BA LEO Satellite Station 

Message-ID: <19961022.223154.9511.1.k7yha@juno. com> 
Gang: 


First, let me say I am serious. Second, Jack, it's not what you think! 


I got this really crazy idea after listening to several of the AMSAT reps 


talk about satellite communications during the Grove Expo this last 
weekend in Atlanta. 


Over the last several years I have worked through a number of the Low 
Earth Orbit satellites (RS-10 and 12) using QRP power levels. I sold my 
satellite gear to finance other things in the radio hobby. Now I am 
thinking that MAYBE it might be possible to put together a BA satellite 
station using, are you guys ready?, old BA CB sets...you know, the 5 or 
8 channel rigs with the tuneable receivers. 


No, I am not kidding...stop laughing! 


What I am planning to do is to get a couple of old hollowstate CB rigs 
with tuneable front ends, move one up to 10 meters (Mode A & K 
downlink), add a BFO, and move the other down to 15 meters ( Mode K 
uplink) and VXO the xtal on the 15 meter rig, and key the buffer stage. 
A small 15 to 2 meter transmitting converter (Mode A uplink) will 
finish up the station. There you have it, a BA LEO satellite station for 
just a few bucks. 


Problem: Where the heck do you find old tube-type CB rigs in reasonably 
good condition? Anyone out there have a set that they might like to part 
with? During my college days I had a Courier 23, a 23 channel rig that 
had a tuneable receiver...chrome case (made it play better!) and all. 
That seems like an ideal rig to work this conversion around. 


This project would make a great article for my K.I.S. Radio column in 
Monitoring Times. Anyone wanna help me on this one? Full credit will be 
given. 


73 rich K7YHA 


From boatanchors@theporch.com Tue Oct 22 08:56:19 1996 
From: fbsnyder@mail04.mitre.org (Forrest B. Snyder Jr) 
Subject: Re: Alexanderson Alternator (fwd) 

Message-ID: <961022082254.27622@mai104.mitre.org.0> 


Robert M. Bratcher Jr. wrote: 


>The transmission will take place October 23, 1996 
>at approx. 0855-0930 UT. CW-speed approx. 12 wpm. 


Perhaps someone out there in list-land could record the transmission, digitize 
it, and post it to a web page to be enjoyed by those of us who are "VLF 
Challenged?!" 


Forrest B. Snyder, Jr 


NAUTY fbsnyder@mitre.org 


From boatanchors@theporch.com Tue Oct 22 21:40:55 1996 
From: "John H. Dilks III" <oldradio@worldnet.att.net> 
Subject: Re: Alexanderson Alternator (fwd) 

Message-ID: <19961022214932 . AAA8956@LOCALNAME> 


At 12:24 PM 10/22/96 +0000, you wrote: 

>Robert M. Bratcher Jr. wrote: 

> 

>>The transmission will take place October 23, 1996 

>>at approx. 0855-0930 UT. CW-speed approx. 12 wpm. 

> 

>Perhaps someone out there in list-land could record the transmission, digitize 
>it, and post it to a web page to be enjoyed by those of us who are "VLF 


>Challenged?!" 

> 

>Forrest B. Snyder, Jr 

>N4UTY fbsnyder@mitre.org 
> 


= ————— =| ———— http://www. globalent.net/oldradio —————_———— |= ———————— 


I volunteer to put it on our WEB Page with other interesting information 
about Alexanderson and all. I already have some info on him and the Grimeton 
station on there. 


I need someone to forward a_ good copy on tape; and I'll do the rest! 


Mail to: 
John Dilks, K2TOQN 
125 Wart Road 
Egg Harbor Twp., NJ 08234-8501 


73' John Dilks, K2TQN 


| 73's from John H. Dilks, K2TQN, oldradio@worldnet.att.net | 
| ah, Collector of early Wireless Radios & Books. aS | 
| (~ ) Always looking for well-made Home-Brew Radios. ( ~ ) | 
| _.__[_]___ Member of the New Jersey Antique Radio Club __[_]_._ | 
| Meets the second Friday of each month at 7:30 p.m. in Freehold, NJ | 


| NJARC is on the WEB - http: //www.globalent.net/oldradio | 
| Check us out! | 


From boatanchors@theporch.com Tue Oct 22 21:40:55 1996 
From: "Brian Carling" <bry@mnsinc.com> 

Subject: Anyone using a Geloso VFO? 

Message-ID: <199610230102.VAA02952@user2.mnsinc.com> 


Hi - is anyone else here using, or own a Geloso VFO/Exciter? 


I have a model 4/104 with data on this and also on the 4/101 which 
was the older Octal tubes version. 


Mine uses 6CL6 to a 5763 - looks restorable. 


73 from Radio AF4K / G3XLQ in Gaithersburg, MD USA 
bry@mnsinc.com 

xxx See the great ham radio resources at: 

http: //www.mnsinc.com/bry/ 


From boatanchors@theporch.com Tue Oct 22 21:40:55 1996 
From: y4562@csral.csra.net 

Subject: Augusta, Georgia Hamfest 

Message-ID: <199610230217.VAA29311@uro.theporch. com> 


Have just gotten back interest in Ham Radio recently and attended the local 
hamfest in my hometown. Not sure what might be considered good deals but 
some of the following equipment caught my attention: 


Heatkit Warrior 1KW linear in pretty good shape with original manual went 
within an hour for $150. 


Saw all original Hammarlund HQ-129x in fair working condition (original 
panel paint and black wrinkle paint on dial bazel that looked like it could 
clean up well) that went for $30. Only it had large main & bandspread knobs 
instead of the original small knobs. 


Saw a Lafayette tube tester complete with built-in tray of attached tube 
test datasheets (didn't seem like too many tubes referenced in the small 
chart) go for $15. 


Saw a pretty grungy Globe Scout transmitter I think was going for $25 but I 
saw no takers while I was there. 


I didn't buy much that day. One guy was giving away stuff for whatever one 
wanted to donate. Nice spools of nylon rope,and twisted antenna wire, misc 
antenna hardware and surplus storage trunks. Should have taken pair of 


military surplus field phones in their canvas cases, one with crank ringers. 
Would have been nice for kids, but may have sat in the shack until finding 
its way to another swap meet some day. 


Picked up a nine pin socket saver adapter with exposed lugs for I suppose 
checking pin outputs while tube under test on chassis or on tube tester. 


Bought Sencore Pocket Transister tester for $5 with meter that showed 
battery test as good, but when I got it home it would not test the NPN power 
transister I hooked to it. Well sometimes you win and sometimes you lose. 
Might be able to salvage it someday when I get the initiative to 
troubleshoot it. 


That's about it, I had a lot of fun just being there and lookin around. 


Larry Louie, WB6NYR, Martinez, Georgia 
11111111 


From boatanchors@theporch.com Tue Oct 22 16:41:09 1996 

From: "Joseph J. Curry" <71407.1774@CompuServe. COM> 

Subject: B&W Coils Needed 

Message-ID: <961022183305_71407 .1774_FHV105-1@CompuServe. COM> 
Greetings to My Fellow Boatanchor Enthusiasts: 


I have a little project in mind and would like to obtain the following B&W 
plug-in 50 watt coils: 


JEL40 | 

|> end linked coils for 40 and 20 M 
JEL20 | 
JCL80 > centerlinked 80M 


B&W preferred, but I could also use the Bud or National equivalents of these. 
They are mounted on a std. 5 pin tube ceramic base. 


Please contact me with price/condition via e-mail to: 


71407 .1774@compuserve.com 


Tnx es 73, 


Joe 
K3ICO 
AMI 4721 


From boatanchors@theporch.com Tue Oct 22 08:56:19 1996 
From: "Jim Berry" <basalop@eskimo.com> 

Subject: Re: BA safety: dangers of selenium rectifiers? 
Message-ID: <199610220030.RAA21148@mail.eskimo.com> 


> Date: Mon, 21 Oct 1996 16:33:41 -0500 (CDT) 

> Reply-to: bradley@norcross.mcs.slb.com 

> From: Ben Bradley <bradley@norcross.mcs.slb.com> 

> To: Multiple recipients of list <boatanchors@theporch.com> 

> Subject: BA safety: dangers of selenium rectifiers? 

> I easily recognize the dangers of the other things Andrew 

> mentioned above, but all I've ever heard about selenium rectifiers is that when 
> they blow they emit an awful smell. I've never experienced this myself (yet), 
> and I guess I should be glad. 

> Exactly what is the danger here? 

> 


I got kicked out of my high school electronics class once for 
shorting out a supply that used a selenium rectumfrier. The 
electronics class was right after lunch. Do I need to say more? 


73 Jim K7SLI 


KK 
Jim Berry K7SLI. QTH: Marysville, Wa (Near Seattle) 
Email: basalop@eskimo.com FAX: 360-659-1360 

Ham Digital: K7SLI @ K7SLI.#NWWA.WA.USA.NA 

KK 


From boatanchors@theporch.com Tue Oct 22 08:56:19 1996 
From: Terry Burge <terrybu@netman.ENS.TEK.COM> 

Subject: Re: BA safety: dangers of selenium rectifiers? 
Message-ID: <9610220414 .AA00474@netman.ENS.TEK.COM> 


Selenium rectifiers, ah yes, my first sensational mistake with a 
screw driver while investigating the workings of electronics on my 
S-120. I came away with a healthy respect for electricity, not to men- 
tion the fact that I killed my first shortwave receiver. You do dumb 


things when you're 14 but you do learn. The fried tip on the screw 
driver was a great lesson. 
Terry 


From boatanchors@theporch.com Tue Oct 22 16:41:09 1996 
From: jcreid@CCGATE.HAC.COM 

Subject: BA's in the movies 

Message-ID: <9609228459.AA845992728@CCGATE.HAC . COM> 


Hi Gang, 

I got sucked into watching AMC last night. Apparently this month they are 
playing a bunch of movie serials from the 40's and 50's. Last night was King of 
the Rocket Men from about '51 or so. Hallicrafters was well represented. 
Several SX-24/25's with PM-23's and R-42's. I think they replaced the #47 bulbs 
inside with 60 watters. Those dials were bright! Or maybe it was just the 
extra tubes they put inside so these radios could transceive. There was also an 
S-47 and an HT-9. Pretty good action and story line for a serial. 


-Jim N6SVS 
jcreid@ccgate.hac.com 


From boatanchors@theporch.com Tue Oct 22 21:40:55 1996 
From: "Jim Berry" <basalop@eskimo.com> 

Subject: Re: BA's in the movies 

Message-ID: <199610222357 .QAA24924@mail.eskimo.com> 


> Date: Tue, 22 Oct 1996 09:07:36 -0500 (CDT) 

> Reply-to: jcreid@CCGATE.HAC.COM 

> From: jcreid@CCGATE.HAC.COM 

> To: Multiple recipients of list <boatanchors@theporch. com> 

> Subject: BA's in the movies 

. Hallicrafters was well represented. 

> Several SX-24/25's with PM-23's and R-42's. I think they replaced the #47 bulbs 
> inside with 60 watters. Those dials were bright! Or maybe it was just the 

> extra tubes they put inside so these radios could transceive. There was also an 
> S-47 and an HT-9. Pretty good action and story line for a serial. 

> 

> -Jim N6SVS 

> jcreid@ccgate.hac.com 

> 


Hello Jim and the Toob Group, 


And behind that neat old Halli "transceiver" in the cave wasn't that an 
old US Navy TDE transmitter? 


73 Jim 


ek 
Jim Berry K7SLI. QTH: Marysville, Wa (Near Seattle) 
Email: basalop@eskimo.com FAX: 360-659-1360 

Ham Digital: K7SLI @ K7SLI.#NWWA.WA.USA.NA 

a 


From boatanchors@theporch.com Tue Oct 22 21:40:55 1996 
From: stever@cybercomm.net (Stephan Rashkin) 

Subject: Bakelite knob polishing ??? 

Message-ID: <199610230009.UAA13616@raven.cybercomm.net> 


Awhile back there was some threads on repairing bakelite knobs that 

had chipped or lost their gloss..Are the fluted knobs and the bakelite 
freq dial cover on the Collins R388/ 51J's coated or just polished to 

a gloss/semi-gloss?? 

I have a couple of knobs that look like the finished has actually flaked 
off in a couple places..How does one restore the original finish? 


Thanks 73, 
Steve, WA2NHZ 


KKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKEKKKKKKKKKKEKKKKKKKKKKKKAKK 


Steve Rashkin, WA2NHZ 
Howell, New Jersey 07731 


E-mail: stever@raven.cybercom.com 


KKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKK 


From boatanchors@theporch.com Tue Oct 22 08:56:19 1996 
From: kenc@smartdocs.com (Ken Corwin) 

Subject: Re: Battery Help 

Message-ID: <199610220442.VAAQ1771@warp10.smartlink.net> 


Hello, Bob- 


You asked about an Eveready 734 battery. I have reviewed a 1965 Union 
Carbide battery engineering book that lists just about every Eveready 


battery that they made. I could not find a 734 listed. Would you check 
that number again? 


Ken Corwin (kenc@smartdocs.com) Santa Clarita, Calif. 


From boatanchors@theporch.com Tue Oct 22 16:41:09 1996 
From: "E.V. Sandy Blaize" <ebjr@worldnet.att.net> 
Subject: Re: Battery Help 

Message-ID: <19961022151024 .AAA13987@LOCALNAME> 


At 04:44 AM 10/22/96 +0000, you wrote: 
>Hello, Bob- 
> 
>You asked about an Eveready 734 battery. I have reviewed a 1965 Union 
>Carbide battery engineering book that lists just about every Eveready 
>battery that they made. I could not find a 734 listed. Would you check 
>that number again? 
> 
>Ken Corwin (kenc@smartdocs.com) Santa Clarita, Calif. 
> 
> 
I had the same problem! I checked my usually reliable listing in 
Ghirardi's Radio Troubleshooter's Guide and could not come up with 
that Eveready number! 
73 
E. V. Sandy Blaize, W5TVW 
"Boat Anchors collected, restored, modified, traded & used!" 
ebjr@worldnet.att.net 
417 Ridgewoood Drive 
Metairie, LA., 70001 
4Still looking for: Hallicrafters SR-75, and 860 tubes! ? 


From boatanchors@theporch.com Tue Oct 22 21:40:55 1996 
From: "E.V. Sandy Blaize" <ebjr@worldnet.att.net> 
Subject: Re: Battery Help 

Message-ID: <19961023005702 . AAB85@LOCALNAME> 


At 10:02 PM 10/22/96 +0000, you wrote: 
>On Tue, 22 Oct 1996, Ken Corwin wrote: 
> 

>> Hi, Sandy- 

>> 

>> You wrote: 

>> 


>> >I had the same problem! I checked my usually reliable listing in 
>> >Ghirardi's Radio Troubleshooter's Guide and could not come up with 
>> >that Eveready number! 


>> Bob replied to me reaffirming the Eveready number (734). It is used to 
>> power a buzzer/oscillator in a General Radio bridge. 


>> By copy of this note, I am asking Bob if he will describe the battery 

>> receptacle/facility in the instrument. E.g., does the instrument provide 
>> leads or some kind of socket. If leads, are they terminated in a snap 

>> fastener, a male plug, small brass ferrules to be slipped over terminal 

>> posts, or just bare ends. If socketed, what type of terminal contacts are 
>> provided. 


>> If, for example, the instrument used a 5.6 volt mercury battery (Eveready 
>> E234) it might have a battery clip to hold a single cylindrical battery 

>> about 1" in diameter and 2-5/8" long. Or, as was done in my Boonton 245-B 
>> voltage standard, it might have a battery clip designed to hold two similar 
>> batteries side-by-side in a double clip (in parallel). 


Now you speak of another problem! I think the "Greenies" have had 
the mercury 
batteries outlawed. I haven't been able to find any or seen any for years now. 


73 


E. V. Sandy Blaize, W5TVW 

"Boat Anchors collected, restored, modified, traded & used!" 
ebjr@worldnet.att.net 

417 Ridgewoood Drive 

Metairie, LA., 70001 

4Still looking for: Hallicrafters SR-75, and 860 tubes! ? 


From boatanchors@theporch.com Tue Oct 22 08:56:19 1996 
From: "Mark J. Blair" <mblair@gruumsh.irv.ca.us> 
Subject: Re: BC-221 Power 

Message-ID: <199610220525.WAAQ2599@gruumsh.irv.ca.us> 


> Can anyone give me the heater and B+ voltage and current 
> needed for the BC-221 ? 


The set is designed to run off batteries, with 6 VDC for the filaments 
and 135 VDC for the B+. I run mine (a BC-221-M made by Bendix in 1943) 
with 6.3 VAC on the filaments and 135 VDC on the B+, both obtained 


from an HP 711A power supply (also a boatanchor!). Once warmed up, 
mine draws about 920 mA RMS for the filaments and 15 mA for the 
B+. The AC on the filaments doesn't seem to hurt anything; even at 
maximum gain, I can just barely hear the faintest hum. 


Mark J. Blair KE6MYK 
e-mail: mblair@gruumsh.irv.ca.us 


From boatanchors@theporch.com Tue Oct 22 08:56:19 1996 
From: "F r6éfqHo!ht" <75121.100@CompuServe. COM> 

Subject: Capacitors 

Message-ID: <961022094553_75121.100_THV32-1@CompuServe.COM> 


Hi gang! 

Well, I have more caps for give away. I have a bunch more molded mica, 
NOS to a good home. The recipient should be one who lives a distance from the 
local electronics store and cannot get out very often. The past giveaway was 
such a person who lived in the country, for instance. 

Anyone who needs some small micamold caps, send me your reason why you 
should be 1 of the winers. 

I will most likely throw in a few other types as well. Cost will be the 
postage, probably $3 or $4 bucks. 


Regards from Hawaii, 
Raymond J. Cote 


From boatanchors@theporch.com Tue Oct 22 16:41:09 1996 

From: "James P. Rybak" <jrybak@mesa5.Mesa.Colorado.EDU> 

Subject: Collins Equipment Made in Canada 

Message-ID: <Pine.SV4.3.91.961022151408 .891A@mesa5.mesa.colorado.edu> 


Yesterday, someone mentioned that, to him, the Collins WE S-Line 
equipment was better than the RE units because much of the WE stuff 
had been manufactured in Canada where the quality control was better. 


Can anyone tell me what percentage of the S-Line equipment was made in 
Canada and where the Canadian plant was located? Were some of all the 
S-Line units manufactured in Canada? Are the units which were 
manufactured in Canada so marked? 


Thanks. 


Jim Rybak WOKSD 


From boatanchors@theporch.com Tue Oct 22 21:40:55 1996 
From: "Manuel A. Maseda" <mmaseda@gte.net> 

Subject: Collins Equipment Made in Canada 

Message-ID: <326D40FA.1B67@gte.net> 


Jim, 


I have a Rockwell Collins KWM-2A that was made in Toronto. As far as I 
know, when Collins shut down S-Line production in Cedar Rapids in the 
late 70's, production transfered to Dallas, then Toronto, and finished 
out in El Paso, TX. My serial number has a "T" prefix which means made 
in Toronto. Dallas units would have a "D" and El Paso an "E". Collins 
made some eariler stuff in Toronto also. I have a 75A-4 that was made in 
Toronto. Hope that helps. 


Manuel WF13 


From boatanchors@theporch.com Tue Oct 22 21:40:55 1996 
From: pmills@A.crl.com (Phil Mills) 

Subject: Re: Collins Equipment Made in Canada 
Message-ID: <199610222242 .AA23921@A.cr1l.com> 


Manuel, is the letter a prefix or a suffix....my made in Japan KWM-2A has 
a "J" at the end of the serial number. 


73, Phil 


>Jim, 

> 

>I have a Rockwell Collins KWM-2A that was made in Toronto. As far as I 
>know, when Collins shut down S-Line production in Cedar Rapids in the 
>late 70's, production transfered to Dallas, then Toronto, and finished 
>out in El Paso, TX. My serial number has a "T" prefix which means made 
>in Toronto. Dallas units would have a "D" and El Paso an "E". Collins 
>made some eariler stuff in Toronto also. I have a 75A-4 that was made in 
>Toronto. Hope that helps. 


> 

>Manuel WF1J 

> 

> 

Phil Mills, AB5TH KKK Wanted --- 1957 ARRL Handbook KKK 


pmills@a.crl.com 
713-992-5762 
Friendswood, TX (south of Houston) 


From boatanchors@theporch.com Tue Oct 22 21:40:55 1996 
From: "Chuck Rippel" <crippel@exis.net> 

Subject: Collins RE v/s WE 

Message-ID: <199610222136.RAA24152@marlin.exis.net> 


Howdy GlowFans 


The Collins round emblem units v/s winged emblem units has always 
been a point of discussion. There is really very little difference 
in the acutal units save for the configuration of the emblem. 


The winged emblem was used up until about 1967 or 1968. By using 
capacitor date codes, we have documented WE units that were built 
as late as 1970 or so. I remember one KWM-2A line which a friend of 
mine bought new in 1974 or so which was made up of both WE and RE 
units. The 'M2 was RE and the 312B-4 and 516F-2 cabinet were WE. 


One point, serial numbers on Collins (not including "A" Line units) 
are meaningless as they are encrypted and not sequential. To 
determine age, we disassemble a particular radio and check the date 
code which appears on a few of the tubular capacitors under the 
chassis. Use Kentucky windage and add about 6 months to that date 
and you have a good idea of the build date. 


As far as being built north or south of the border, I dunno. One "S" 
line seems a good as the next. 

Chuck Rippel Real Radios Were Made in 

crippel@exis.net Cedar Rapids, Iowa 

Secretary of the Collins Collectors Association 


From boatanchors@theporch.com Tue Oct 22 08:56:19 1996 
From: Larry Godek <AZCOT@gnn.com> 

Subject: re:Collins stuff 

Message-ID: <199610220301.XAA15316@mail-e2b.gnn.com> 


Some of the folks are very ardent about having only "round emblem" 
Collins stuff laying around. In talking with numerous Collins 
factory folks about various items of interest over the years, many 
have told me that the winged stuff was usually better as it was 
made north of the border. Hence better quality. No need to get 
all riled up and spend big bux on round emblem stuff they sez. 


So all my purchases have been winged gear and as far as I'm 
concerned it plays just as well. Wings always fascinated me 


anyway. 


FWIw. 


Larry AZCOT@gnn.com 


Gilbert, AZ. 85233 


From boatanchors@theporch.com Tue Oct 22 21:40:55 1996 
From: mknudsen@lucent.com 

Subject: re:Collins stuff 

Message-ID: <9610222157 .AAQ2682@bock.ih. lucent. com> 


I always thought the only reason round-emblem (meatball) Collins 
was preferred was because it is newer -- latest factory changes 
and bug fixes, more ceramic caps and fewer paper/oil caps, etc. 


In fact Collins Collectors are unusual in preferring newer versions 
of a given model, unlike most antique freaks. I hope that means they 
are using the stuff on the air where those newer improvements matter. 


OTOH, over a model's production lifespan, some of the changes may have 
been more for cost-reduction -- omit parts, use cheaper parts, etc. 


I know my winged-emblem serial #600 KWM-2 isn't as valuable as a later 
meatball, and I would like tohave some of those changes built in -- 
but I agree, the winged emblem looks a lot better. 73, mike k aa9rg 


From boatanchors@theporch.com Tue Oct 22 08:56:19 1996 
From: Peter Ferrand <petef@sprynet.com> 

Subject: Re: Diodes 

Message-ID: <2.2.32.19961022032821 .0074401c@m3.sprynet.com> 


At 07:30 PM 10/21/96 -0600, you wrote: 

> 

>> In my Globe Champion 350 there are two 809's used as p-p modulators. 
>> Negative eight volts of grid bias is applied through the driver transformer 
>><snip> 

>>can I just sub an 8 

>> volt zener with a watt or two dissipation in this circuit? 

> 

>Yes, you can. I've done just that in my 300 and it continues to perk 
>right along. 

> 


>Grant/NQ5T 


Hey that was simple and prompt. Thanks much. 


“p 


From boatanchors@theporch.com Tue Oct 22 08:56:19 1996 
From: Rob Frans <fransr@iserv.net> 

Subject: Dow Key Relay... 

Message-ID: <326CCFA3.1CDE@iserv.net> 


I am looking for a Dow Key Relay to connect to my Heathkit DX-40... Any 
help? 


Thanks, 
Rob Frans 


KC8BAP 
Grand Rapids, MI 


From boatanchors@theporch.com Tue Oct 22 08:56:19 1996 
Subject: Eddystone Receivers 
I have an Eddystone 880/2 and a 730/4 for sale. 
Both are in good order and condition. 
Would prefer swap with cash adjust for Collins KWM2A or 75A4. 
If interested please reply to: 
simon@soft-tools.plasma.co.uk 
sige Forwarded message ends here ------ 
---===-- NOTICE --=s=--- 
Please do not email me regarding this message. It is a re-post from the 
newsgroup rec.radio.swap. All inquiries must go to the person making the 
post at the email address above... not me! 
Dick Dillman 
WPE2VT N6VS_ ex-WA2BJK 


<ddillman@igc.apc.org> 
Collector of Heavy Metal: 


Harleys, Willys and Radios Over 100lbs. 


From boatanchors@theporch.com Tue Oct 22 16:41:09 1996 
From: Hal Waite <halwaite@sprintmail.com> 

Subject: Electric Radio Address and Phone Number 
Message-ID: <326CEBE7.754E@sprintmail .com> 


I need the above plus the FAX number if available. Thanks in advance. 


Hal K4GFI/7 halwaite@sprintmail.com 


From boatanchors@theporch.com Tue Oct 22 16:41:09 1996 
From: Chuck Penson <penson@sci.mus.mn.us> 

Subject: Re: Electric Radio Address and Phone Number 
Message-ID: <326D022A.5D68@sci.mus.mn.us> 


Hal Waite wrote: 
> 
> I need the above plus the FAX number if available. Thanks in advance. 


Electric Radio 
14643 County Road G 
Cortez CO 81321 


Voice and Fax phone are the same: 970.564.9185 


Chuck Penson 
WA7ZZE 


penson@sci.mus.mn.us 

612.221.4510 voice 

612.224.5092 fax 

http: //comped.sci.mus.mn.us 

Standard Disclaimer: The opinions expressed are etc. etc. 


"Nothing is too wonderful to be true" -- Michael Faraday 


From boatanchors@theporch.com Tue Oct 22 16:41:09 1996 


From: azkb7ryu@aztec.asu.edu (JOEL N. STEENTIS) 
Subject: Emil Switzer's Email Address 
Message-ID: <9610221537 .AA14830@aztec.asu.edu> 


I received a message from Emil Switzer the other day and lost the 
return email address. Emil, I would appreciate it if you would please 
send me a message with your return address. Thanks. 


73, Joel KB7RYU 


Phoenix, Arizona 


From boatanchors@theporch.com Tue Oct 22 08:56:19 1996 
Subject: FS: >>Military BC-221 Frequency meter - $15 >> 


BC221 Military Frequency meter - A 110V built-in power 
supply has been added, with some vent holes drilled through 
the case. The inside is near perfect, however, and it 
includes the book. Untested. $15 plus shipping. 


WB5KZW 

Jeff 

Near Detroit 
810-661-0202 


Seaaee Forwarded message ends here ------ 
---===-- NOTICE --===--- 


Please do not email me regarding this message. It is a re-post from the 
newsgroup rec.radio.swap. All inquiries must go to the person making the 
post at the email address above... not me! 


Dick Dillman 
WPE2VT N6VS_ ex-WA2BIK 
<ddillman@igc.apc.org> 
Collector of Heavy Metal: 
Harleys, Willys and Radios Over 100lbs. 


From boatanchors@theporch.com Tue Oct 22 21:40:55 1996 
From: Bill Moore <bill_moore@mevatec.com> 

Subject: FS: Radios, Lit and misc 

Message-ID: <961022.210753@mevatec.com> 


Subject: Time:8:31 
OFFICE MEMO FS: Radios, Lit and misc Date:10/22/96 
Prices are plus shipping. You can call at 205 880 1207 for further info. Trades 
for Pilot Items are always welcome. Thanks 


1. Newark Electronics 1949 catalog, radios, tvs and ham gear, complete but 
tatered $10 
2. WWII era Nazi marked headphones, excellent condition $25 
3. RA DA instruction sheet for 1922 Westinghouse, Full color reprint $5 pp 4. 
Pilot model T1530, large wooden multiband table set. Good condition. $75 
5. Zenith bakelite, 1939 model 6d314 Stein has it listed as 314, looks like 
locomotive, very nice condition $125 
6. B&K 707 tube tester in good working condition with manual 
$65 
7. Minerva Small wood table model, unusual as it consists of shaped pieces of 
maple glued together. Its complete, but needs 
work as its been in a damp place and the glue has loosened. $25 
8. Silver Marshall "Improved laboratory Model Receiver" Has 
one set of coils, needs tubes and tube covers. Its in a walnut 
cabinet, $ 30 
9. 1933 Baltimore Radio catalog, nice condition 64 pages $12 
10. Radio Design Magazines, $7 each, winter 28. winter 29, spring 30, summer 30, 
fall 30 
11. ARRL Handbook: 64-nice condition $8 12. WE transistor PA Amp. Looks to be 
new. Comes with NOS pair of 8" outside university PA horns. $22 
13. Capehart model 111k2FM radio/phono. Very large set, 
seems to be complete with manual, 21 tubes, 1940. Has old 
FM band and SW. $200 
18. Bogen Power amp cha-33 with phono built into cage $22 
19. Ford/Philco model car radio, 1967 given away when they were test driven. 
rough shape $11 
20. AK 165 Cathedral grill cloth. This is the original grill cloth on a hard 
cardboard backing. very nice condiion $12 


Tubes 
Used-Checked on TV7 


1. 6L6GC Made in England, branded National Electronics $12.00 
2. RCA 12ax7 $2.00 ea 


3. RCA 5751 $2.00 ea 
4. Mullard Ecc33 $6.00 
5. RCA 6146 $5.00 
8. GE 6087 $5 
New Tubes 

RCA 7025 $6 


From boatanchors@theporch.com Tue Oct 22 08:56:19 1996 
From: "Dick Dillman" <ddillman@igc.apc.org> 

Subject: Fwd: Eddystone Receivers 

Message-ID: <79692.ddillman@igc.apc.org> 


----- Forwarded message begins here ----- 


From: Simon Robinson <simon@soft-tools.plasma.co.uk> 
Newsgroups: usenet.rec.radio.swap 

From boatanchors@theporch.com Tue Oct 22 08:56:19 1996 
From: "Dick Dillman" <ddillman@igc.apc.org> 

Subject: Fwd: FS: >>Military BC-221 Frequency meter - $15 >> 
Message-ID: <79685.ddillman@igc.apc.org> 


----- Forwarded message begins here ----- 


From: af104@detroit.freenet.org <af104@detroit.freenet.org> 
Newsgroups: usenet.rec.radio.swap 

From boatanchors@theporch.com Tue Oct 22 16:41:09 1996 
From: "Dick Dillman" <ddillman@igc.apc.org> 

Subject: Fwd: Hammarlund HQ-140-X 

Message-ID: <42392.ddillman@igc.apc.org> 


----- Forwarded message begins here ----- 


From: Richard Nacamuli <headwave@access.digex.net> 
Newsgroups: usenet.rec.radio. swap 

From boatanchors@theporch.com Tue Oct 22 16:41:09 1996 
From: afpgreg@state.me.us (Paul V. Gregory) 

Subject: HA-460 12vDC Pinout 


Message-ID: <199610222053 .QAAQ3701@gatekeeper.ddp.state.me.us> 


Ahoy, 
I need the pinout for the 11-pin 12v DC plug used on this Lafayette. 
TNX de KB1AOC, Paul. Email: afpgreg@state.me.us 

73 


From boatanchors@theporch.com Tue Oct 22 16:41:09 1996 
Subject: Hammarlund HQ-140-X 


Hammarlund HQ-140-X for sale with National speaker and original manual. 
Nice cond. $125.00 plus shipping. 


Richard L. Nacamuli "Eppur si muove" 
headwave@access.digex.net Galileo 


---===-- NOTICE --===--- 


Please do not email me regarding this message. It is a re-post from the 
newsgroup rec.radio.swap. All inquiries must go to the person making the 


post at the email address above... not me! 


Dick Dillman 
WPE2VT N6VS_ ex-WA2BJK 
<ddillman@igc.apc.org> 
Collector of Heavy Metal: 
Harleys, Willys and Radios Over 100lbs. 


From boatanchors@theporch.com Tue Oct 22 16:41:09 1996 
From: David Adams <adamsclan@netgate.net> 

Subject: Help me identify 

Message-ID: <326D2090.6164@netgate.net> 


Greetings! I was given an unbuilt scope kit...to be more precise, half 
of an unbuilt scope kit. We hope to dig up the rest, but could use am 
hoping to get some information before the next basement crawl (sat). I 
have NO idea who made this kit. The only info I have is the following: 


Mailing label says: 


contents: Educational materials 
>From Administrative Offices 
Little Falls, New Jersey 

#34534 


Does the address ring any bells for scope kit manufacturers? 
Kit was mailed in October of 82. 


It has a round 5" tube made by hitachi 

Typical round green "screen" cover molded by hughes plastics of st 
joseph 

michigan...part #414-10 


Lots of tubes by International C Servicemaster 
Can anyone suggest a manufacturer (may help us find the other boxes) 


73 de dave, n9uxu 


From boatanchors@theporch.com Tue Oct 22 08:56:19 1996 
From: WPUL1130@CONCENTRIC.NET (LLOYD A. SCOTT, JR.) 
Subject: Help reference MOTOROLA 

Message-ID: <326e3e3e.48596482@SMTP.CRIS.COM> 


Hello All: I found a Old Motorola in the shop that I have had for a 
number of years. I picked it up at the Orlando, Fl HamFest about 
15 years ago, and i can not ID the thing. 

The unit is portable and came out prior to the PT-200/300/400. 

It has a standard Telephone HS with P/T button, attaches to a 
cradle on top of the tranceiver. The transceiver is aprox. 12:" L. 
3" W and 4" H. Painted light beige top and botton battery box 

is dark grey (Both colors rinkle) Has a SO-239 with a whip att- 
ached to it. The ID plate has been removed. Any information 

and date of mfg will be appreciated. I am also looking for a 
Manual for it. 

Thanks and 

73's 


"Where Destructive Maintenance Is Our Most Important Product" 


From boatanchors@theporch.com Tue Oct 22 08:56:19 1996 
From: K1EL@aol.com 

Subject: Help: Stuck BA Knobs 

Message-ID: <961021224648 _ 338532198@emout10.mail.aol.com> 


I wonder if anyone has any tricks they use to remove knobs that are 
stuck to control shafts. I have run into several on my Heath refurbs 
and still haven't had much success freeing them. Generally I end 

up stripping out the allen head set screw and then I am at a loss. 
Do they make tiny EZ outs in this size ? 


Thanks, Steve K1EL 


From boatanchors@theporch.com Tue Oct 22 08:56:19 1996 

From: Steve Ellington <n4lq@iglou.com> 

Subject: Re: Help: Stuck BA Knobs 

Message-ID: <Pine.GS0O.3.93.961022064559 .21911B-100000@iglou1> 


I wonder if anyone has any tricks they use to remove knobs that are 
stuck to control shafts. I have run into several on my Heath refurbs 
and still haven't had much success freeing them. Generally I end 

up stripping out the allen head set screw and then I am at a loss. 


VV VV 


My method is to somehow lock the shaft so it won't turn then while keeping 
a strong, constant tension on the knob, twist in the counter-clockwise 
direction for as many revolutions as it takes. Eventually the knob will 
make it's own threads and come off the shaft. Don't give up, just keep 
twisting. It helps to put on your favorite record i.e. Twist and Shout! 


Steve Ellington N4LQ@IGLOU.COM Louisville, Ky 


From boatanchors@theporch.com Tue Oct 22 16:41:09 1996 
From: klaudon@PICA.ARMY.MIL 

Subject: HRO60 comments wanted 

Message-ID: <9610222135.AA16584@batdd6.pica.army.mil> 


A few days ago, Bill Sorsby <bill.sorsby@dlep1.itg.ti.com> wrote : 


>>were prone to very interesting self destruction. When a customer paid 
>>the kind of money a 60 was bringing back then (almost $700), they were 
>>expecting a wondorous receiver, which the HRO-60 was not." 

> 

> 

>Thanks for the info, Dick. My HRO-60's been on the bench, opened up and 
>untouched for about six weeks precisely because I lost interest in it 
>(shortly after getting it working) when I realized its mediocre performance. 
>You'd think that a receiver designed in the '50's which required you to 


>change coils would have been a good performer, otherwise no one would have 
>bought it. 


(comments on so-so selectivity deleted....) 


> 

>That's my $0.02 on the subject. I'd sure like to hear something positive 
>about the HRO-60 from those who love ‘em. 

> 

> 

>Regards, 

>Bill Sorsby, N5BU 

D> KKK KAKI KI KIKI II KIKI KIKI III III III IKI IKK III III III IK IK 


Well, I am the proud new owner of an HRO-60. Mine works, but needs 
some work IMHO. I really want to make it the best it can be. I 
have not had a chance to use it too much, so any comments before it 
is really in good shape won't mean much. The crystal filter DOES 
seem to do it's job, tho. 


I agree that the selectivity curves in the manual don't look very 
impressive. In fact, I noticed that right away - it jumps out at 
you, especially the way they are plotted. The curves all seem 
similar. 


I am hoping I will have a Cadillac of a BA when I am done. Therefore, 
I would like to hear the comments come out, that Bill invited! 

Good or bad! Was the HRO5O better? Why or why not? What about 

the other Nationals (-173*, -183x)? 


73 de AA2UQ 


Kalman Laudon, AA2UQ CW, QRP, Hollow State Radios, and CW!! 
<klaudon@pica.army.mil> 

previously - WD6CZI, WA1SUF 

"Get your facts first, then you may distort them as you please." - Mark Twain 


From boatanchors@theporch.com Tue Oct 22 08:56:19 1996 
From: "Gary N. Anderson" <ganderso@iu.net> 

Subject: Improvising VLF receiver 

Message-ID: <199610220850.EAA05184@bb.iu.net> 


Just finished a improvised receiver that must be my ultimate KLOOGE of all 


time. After finishing, it looked so ridiculous that I HAD to share it with 


Antenna...... 120 foot long wire. 


Mixer....an instrumentation mixer from HP (yes...a solid state device made 
it into the klooge.) 


Now for the wierd part....... 
Antenna matching....... an audio autotransformer. Adjust tap for maximum audio. 


RF Amp..... an HP-330B distortion amplifier. Autotransformer output to the 
audio input...... output from the "Oscilloscope" terminal. 


LO source...... a Collins 75S-3 (already on the bench for repairs). Use the 
3.8-4.0 LO Xtal (6955 kHz) and tune the preselector fully clockwise so that 
you tune to the second harmonic. Take the Xtal output from the Osc Output jack. 


Receiver...... a Drake 2-B on 20 meters......... 
Frequency © Hz at 13910 kHz. Listening to WWVB as we speak..... 
Crazy enough??? 


73's 
Gary 


Gary N. Anderson=====>Palm Bay, FL=====>Amateur Call: 
WA4IVF 
(Also history, astronomy, cycling, ad infinitum. ) 


"Always do right. This will gratify some people and astonish the rest." 
Mark Twain 


From boatanchors@theporch.com Tue Oct 22 21:40:55 1996 
From: pmills@A.crl.com (Phil Mills) 

Subject: Johnson knob help needed 

Message-ID: <199610222347 .AA26823@A.cr1.com> 


I've pretty much got the Viking Valiant that I got from Ron Follmar 
working well. I've discovered it takes a different mindset to load 
6146 finals to 450 ma. Now for the cosmetic cleanup.... 


Problem is, some of the little white dot things are missing from a 
couple of the knobs. Some time back, someone recommended a solution 


but I've forgotten what that was. Can someone please suggest some 
options on making these things up.... 


thanks & 73, 

Phil 

Phil Mills, AB5TH KKAKK Wanted --- 1957 ARRL Handbook KKK 
pmills@a.crl.com 

713-992-5762 

Friendswood, TX (south of Houston) 


From boatanchors@theporch.com Tue Oct 22 21:40:55 1996 

From: Steve Ellington <n4lq@iglou.com> 

Subject: Re: Johnson knob help needed 

Message-ID: <Pine.GS0.3.93.961022214532 .22879B-100000@iglou1> 


Those little white jobs can be made from diddle sticks or tuning sticks 
from R. Shack. 


Now if we could just figure out why E.F. used them in the first place and 
better yet, where they all went! 


Steve Ellington N4LQ@IGLOU.COM Louisville, Ky 


From boatanchors@theporch.com Tue Oct 22 21:40:55 1996 
From: Bill Sorsby <bill.sorsby@dlep1.itg.ti.com> 
Subject: Re: KWM-2 Questions 

Message-ID: <199610222340.SAA23585@lesol1.dseg.ti.com> 


Anybody got more ideas on how to eliminate significant spurious responses in 
the KWM-2A? 


Reduced the receiver all the way as suggested by Dave Knepper. That reduced 
the spurious but didn't eliminate it, particularly for those cases where the 
Spurious was stronger than the desired signal. Dave also suggest the 
"trap". I tried tuning Z5 and also the mixer balance capacitor and pot. No 
luck... 


I decided to try isolating the spurious response and sure enough found a 
strong spurious signal down around 3.2 which is there regardless of crystal 
oscillator setting. Decided to check out some of the SSB spurious signals 
and, lo and behold, found them to be USB images of LSB signals on 75 meters. 
Those USB image signals remain constant regardless of which of the six band 
A crystals are selected, including the case for no crystal. Similar images 


appear for the other four bands. The interesting thing here is that the 
preselection on the image exhibits a very broad peaking rather than the 
sharp peaking of the desired response. 


So now I'm puzzled. The problem appears to involve more than simple leakage 
at the IF since other strong spurious responses are also observed. 


Suggestions anyone on where to look next? Thanks in advance for any help. 


Regards, 
Bill Sorsby, N5BU bill.sorsby@dlep1.itg.ti.com 
Grapevine, TX 76051 


From boatanchors@theporch.com Tue Oct 22 16:41:09 1996 
From: michael.moore@24stex.com 

Subject: Lincoln 6-meter rig 

Message-ID: <9610220819 .OBOTDOO@24stex. com> 


The Lincoln 6-meter radio was sold under several names. It was made 
by and sold under the DeWald name, Lafayette and Allied Radio Brands. 


Mike. ..K6SQJ 


From boatanchors@theporch.com Tue Oct 22 08:56:19 1996 
From: k9gdt@juno.com (George P Sieverson) 

Subject: Re: LINCOLN 6-mtr Xcvr? 

Message-ID: <19961021.205722.10150.3.K9GDT@juno. com> 


On Mon, 21 Oct 1996 17:03:06 -0500 (CDT) mknudsen@lucent.com writes: 
Anyone ever hear of the above? 

KAKA KIKI IK IA KIKI IK IKK IKI IK IKI IKI IK IKI IK III IKI IK IKI IK A I II 

Hi Mike and BA-ites/BA-ettes, 


I can tell you about the Lincoln 6m transceiver. I received one as a 
gift when I graduated from grade school in 1962. As I recall, Allied 
Radio sold it for $29.95. It was a jewel in the raw! 


That 6V6 was used as the AF output/modulator stage. 


The transmitter section consisted of a single miniature tube whose number 
I can't recall. It was a tall 9-pin triode/pentode combo which used 
overtone crystals. The radio came with a crystal for 50.2 MHz. (I may 
still have it in my junque box if you want one, Mike.) The rig put out 


an honest three watts. 


The RX section was a superhet consisting of an RF amp, mixer, one IF 
stage, and series gate ANL. All this was done with a few dual-section 
tubes....the 6U8 sounds about right. Not much selectivity, but better 
than a regen. 


Here's some information which may prove useful to you. The alignment of 
the Lincoln's one tube TX using overtone XTALS was REAL fussy! If you 
tuned the oscillator section for maximum output, the TX signal would 
distort and FM like crazy. After tuning the oscillator slug for MAX 
output, you need to turn the slug back on the smooth side of the peak 
until you notice a small decrease in the RF output. 


Another thing I remember is that the TX adjustments interacted. If you 
change antennas (e.g. mobile to base), you might (probably) need to 
re-tweak the TX to avoid that raunchy FMing. If you tweaked the final, 
you might need to re-tweak the oscillator slug. 


The Lincoln was a radio which begged to be modified. The modifications I 
made to mine were: 

1) Push to talk 

2) An S-meter 

3) An extra oscillator/tripler stage so 8 MHz crystals could be used. 
This also made the rig's tuneup much less "touchy". 


After the mods, the radio was superior to the other popular low end rig, 
the ubiquitous Heath Sixer! 


Hope this info helps, Mike. 

Cheers 'n beers, 

George 

KA KKK KK KKK KAI IIIA KAI IKI IK KIA IAAI 
George Sieverson 

Barrington, IL 

K9GDT@IUNO.COM 

KI KKK IKI KKK KIKI KKK KIKI IIIA IRI 


From boatanchors@theporch.com Tue Oct 22 08:56:19 1996 
From: Joseph Veras <jveras@wwisp.com> 

Subject: Re: LINCOLN 6-mtr Xcvr? 

Message-ID: <326D3012.26D5@wwisp.com> 


mknudsen@lucent.com wrote: 
> 
> Anyone ever hear of the above? 


Mike- 
The Lincoln was sold by Allied in 1961. It is the same radio as the 
Lafayette HE-35. 


73- 
Joe Veras, N4QB 


From boatanchors@theporch.com Tue Oct 22 08:56:19 1996 
From: kenc@smartdocs.com (Ken Corwin) 

Subject: Re: Looks like a BC-348 but isn't 

Message-ID: <199610220442.VAA01775@warp10.smartlink.net> 


Bob, 


The receiver you found was probably a member of the BC-312/314/342/344 
family. These were govermnent designed BC-224/348s. <grin> 


Ken Corwin (kenc@smartdocs.com) Santa Clarita, Calif. 


From boatanchors@theporch.com Tue Oct 22 08:56:19 1996 
From: Al Klase <alklase@prolog.net> 

Subject: Re: Looks like a BC-348 but isn't? 

Message-ID: <199610220109.VAA22864@ns1.ptd.net> 


At 04:07 PM 10/21/96 -0500, Bob Ragain wrote: 

>At the Denver area hamfest over the weekend I saw a radio that was very similar 
>to a BC-348, but wasn't. --- The owner said he thought it was a BC-327, 

but that doesn't sound familiar. 


BC-327 is a control box for an RC-35 interphone. 


>The part that someone will surely recognize was on the lower right corner of 
>the front panel: a cable duct(?) of some kind coming out of the front panel 
>and pointing down toward the bottom of the radio (as if cables were being 
>routed into the table-top). 
> 

This is almost certainly one of the Army ground mobile receivers: 


BC-312 1.5-18 MHz 12 or 24 volt power 

BC-314 0.15-1.5 MHz 12 or 24 volt power 

BC-342 BC-312 with RA-20 AC supply in place of dynamoter 
BC-344 BC-314 with RA-20 


These are second cousins to the BC-224/BC-348: Heavier, steel 
cabinet, slightly different shape, and somewhat different circuit. 


73, Al 


Al Klase - N3FRQ 
alklase@prolog.net 
Flemington, NJ 


From boatanchors@theporch.com Tue Oct 22 08:56:19 1996 
From: "William B. Ross" <billross@txdirect.net> 
Subject: Re: Looks like a BC-348 but isn't? 

Message-ID: <326C48CD.37CD@txdirect.net> 


As I remember that is a BC-342, similar to the BC348 but I always felt 
of higher quality. This was an AC radio that ran on 110VAC. There was 
a BC312 that looked very much like it but I never saw one that I know 
of. 


Bill K5LLK 


From boatanchors@theporch.com Tue Oct 22 16:41:09 1996 
From: Richard Post <POST@ouvaxa.cats.ohiou.edu> 
Subject: Re: Looks like a BC-348 but isn't? 

Message-ID: <A4210ZWNREZZKAx/R=OUVAXA/R=A1/U=POST /@MHS> 


>>>> 

As I remember that is a BC-342, similar to the BC348 but I always felt 
of higher quality. This was an AC radio that ran on 110VAC. There was 
a BC312 that looked very much like it but I never saw one that I know 
of. 


Bill K5LLK 
>>>> 
Having both, I have always preferred the 348 to the 312 in performance. 
(The 312 is the heavy duty radio, emphasis on Heavy ;-) 
For those who have not seen the BC-312(M), ox for that matter, the 
BC-348(Q) or BC-224, there are pictures on the following website 


http: //ouvaxa.cats.ohiou.edu/~post/PIX/BA.HTML 


73, Rich KB8TAD 


From boatanchors@theporch.com Tue Oct 22 08:56:19 1996 

From: roecker.greg@ist.mds.1lmco.com 

Subject: Meter painting 

Message-ID: <Chameleon.845991112.gsreg@roeckerpc.ist.mds.1lmco.com> 


Hello to everyone, 


I have a B&W 51SB SSB adapter that I am working on. When I fired it up, the meter 
stuck at about 3/4 scale. I took the meter apart, and the paint on the inside of 
the plastic meter face has come loose from the cover, and is flaking off. The 
paint chips jammed in the movement, and caused the meter to stick. I got the 
flakes out, and the meter works 4.0. 


The questions of the day are: 

1. Has anyone repainted one of these covers before? 
2. What color and type of paint matches the B&W? 

3. Spray or brush? 


The plastic meter cover is the same as my Valiant, and appears to be painted ina 
similar scheme. 


Thanks, and 73, 


Greg Roecker / N40SJ 
roecker. greg@ist.mds.lmco.com 


Greg Roecker 

E-mail: roecker.greg@ist.mds.1lmco.com 

Voice: 770.698.5226 

Fax: 770.698.5220 

From boatanchors@theporch.com Tue Oct 22 16:41:09 1996 
From: BEN NOCK <106312.1035@compuserve.com> 

Subject: Military and other bits to clearout 
Message-ID: <199610221352 MC1-B3E-8153@compuserve.com> 


I have the following for disposale: 


Two off, Spare Valve Case No 4P (suits 19/22 sets), empty $8 
One off, Canvas Case for CPRC-26 set... . eee ee eens 
$15 


One off, Receiver, Type 25, part of TR1196 Set............ eee eee ee eee 


$45 
One off, Receiver, R1116A, slight mod, else ok....................--- 
$130 


Non military: Microwave Modules 10Mtr to 2Mtr transverter 
10 W o/p, FM/SSB etc, 12 volt 
Diese etiay ele Se Giza, Pigs Bae ce atan gs Stal me ihe We du hit ENS. oR $60 


Tiny Morse key, 38mm wide, 75mm deep, 35mm high, dim 

includes sliding cover, 26mm dia finger area, very good 

mechanical 

SONS TE LUST VOM 7555s axes ais rra ae aia arn es Bia 8 fen Ghee ance MeV esterase Dew) Yar. AN Mel wae NR aye. Pa ae guasweees 
$30 


All plus postage. 


Ben G4BXD. MILITARY WIRELSS IN THE MIDLANDS 


From boatanchors@theporch.com Tue Oct 22 21:40:55 1996 

From: "Barry L. Ornitz" <u856010@eastman.com> 

Subject: More on Selenium Toxicity 

Message-ID: <Pine.ULT.3.91.961022194335 .23335A-100000@dua150.kpt.emn.com> 


Several people have recently asked about the toxicity of selenium and its 
compounds since selenium stacks were common as rectifiers in many 
Boatanchors. Like others here, I too have learned the hard way just how 
bad a selenium rectifier can smell when it is overheated or shorted. One 
of my first electronic projects had a small selenium stack that I wired in 
backwards. Naturally I didn't plug it into the wall socket at my 
workbench - oh no, I carried it into my bedroom to test it! I couldn't 
sleep in there for three days! 77) Murphy Rules! 


Selenium, a p-type semiconductor, is coated on steel plates in a thin 
layer to produce a selenium diode. Normally seen as a black or gray shiny 
coating, the metal is a close relative to sulfur (in fact, I have made 
homebrew copper sulfide rectifiers). It was named after the greek word 
for the moon, Selene, by Berzelius in 1817 because he found it associated 
with tellurium which is named for the Latin word for earth. If I remember 
my chemical history, his housekeeper accused him of eating loads of 
garlic, when he had not. This garlic odor is characteristic of many 
selenium compounds. Selenium metal is, in itself, not terribly toxic. 

Its compounds are, however, even to the point of making some plants toxic 
to animals when grown in soil rich in selenium. [Hopefully we don't have 
any mega-supplement health food nuts taking massive doses of selenium 
here. Some effects of chronic exposure include depression, lassitude, 
fatigue, liver and spleen damage, yellow skin, garlic breath, giddiness 
and emotional instability - and reproductive effects which nature gladly 


provides to prevent the stupidity-gene from being passed on. ] ;-) 


Selenium dioxide is the major compound produced when a selenium rectifier 
is overheated. It can cause severe burns to the mucous membranes and 
severe respiratory tract, skin, and eye irritation. It is also a dermal 
sensitizer in that it can promote allergic reactions. Fortunately it is 
not considered a carcinogen. Another fortunate thing is the BAD smell. 
When I say BAD, I mean really, really, _really__BAD_. Our odor threshold 
for selenium dioxide is 0.0002 mg/m3. 


The allowed exposure for selenium and it compounds (expressed as selenium) 
is: 


2 mg/m3 OSHA TWA 

2 mg/m3 ACGIH TWA 

.2 mg/m3 NIOSH recommended 10 hour TWA 
1 

1 


oOO00 


mg/m3 DFG MAK TWA (total dust); 
mg/m3 DFG MAK 30 minute peak, average value, once per shift 


Note that the odor threshold is far below these. If you smell something 
really rotten, like decaying onions and garlic, coming from your 
equipment, it is best to leave the area immediately, opening some windows 
on the way out. Allow the selenium dioxide vapors to dissipate for 
several days before you go back. If you have ever smelled this odor - 
believe me - you will not want to go back very soon anyway! The odor is 
very distinctive to say the least. 


I almost always replace selenium rectifiers as standard practice with 
Boatanchor gear. If you have the schematic and know the voltages, choosing 
the proper silicon diode is easy. With no other information, a reasonable 
rule of thumb is that a single stack handles about 25 volts. Thus the 
typical stack for rectifying something off the power line would be five 
plates. Another "eyeball" approximation is that the area of each plate in 
the stack is about a square inch per 300 milliamps. For most boatanchor 
applications where small stacks are used, common 1 amp diodes are fine. 
Remember that selenium rectifiers had a greater forward voltage drop with 
current than silicon diodes. Thus when you replace a selenium diode, 
expect a higher voltage out of your circuit. A series resistor may be 
added if necessary to drop this voltage. For applications like the T/R 
relay rectifier in an R-390A, this series resistor is hardly necessary. 


Some restorers leave the original selenium stacks in older gear to make it 
look authentic. Since modern silicon diodes generate so little heat in 
comparison, they may often be hidden in the circuitry replacing the 
selenium units while not being noticed. 


73, Barry L. Ornitz WA4VZQ ornitz@eastman.com 


From boatanchors@theporch.com Tue Oct 22 08:56:19 1996 
From: W2CRS@aol.com 

Subject: Mystery transmitter a 1938 Utah Junior 
Message-ID: <961021224711_215861589@emout17.mail.aol.com> 


Thanks to several of you who responded concerning my mystery transmitter, 
especially to Mike and Bobbi who both identified it as a Utah Junior from 
1938. Bobbi suggested I look for the tiny holes where the missing Utah 
nameplate was fastened. Sure enough, the tiny holes are there. That 
clinches it. Mystery solved. You guys are great! Thanks. Now, does anyone 
have a Utah Junior name plate? 

Or a manual? 

73, Doug W2CRS 


From boatanchors@theporch.com Tue Oct 22 08:56:19 1996 

From: W2CRS@aol.com 

Subject: Mystery Transmitter identified!?/ Info on Signal Shifter needed 
Message-ID: <961021203015_130717203@emout10.mail.aol.com> 


Thanks to Mike, W5MAZ, for the following- 

<<Sounds like a "UTAH JR" made by Utah Radio Products, Chicago, IL. 

Mfg. in 1937-39 and sold for $15.95. CW, 25 watt, according to 
"TRANSMITTERS" by Raymond S. Moore. The book has a picture 

on pg. 133 that matches your description to a "T" except that it shows 

a UTAH name plate label below the meter/above the switches.>> 

Wonder ehy mine doesn't have a UTAH name plate label? 

Does anyone have additional information. Are there any adds for the UTAH 
transmitters in the late 30's QSTs? 


Just acquired another oldie, a Meisner Deluxe Signal Shifter. It's complete 
I think, and looks pretty good now that I cleaned it up. It's modified so I 
definitely need a manual. The chord has been CUT off. That tells me 


something!!! 

Does anyone have a manual they can copy. In the meantime, can anyone tell 
me about it? It has bandspread marked- 0 to 100 on 160, 80, 40, 20, and 10 
meters, but no bandswitch!!! It has a XTAL/ ECO switch. ECO is VFO I guess, 


but what does it stand for? The power supply is similar to the supply in the 
UTAH xmtr, above, and the output tube is a 6L6 in both rigs. It appears to 
be someting between a VFO and a low power CW rig. I'm hoping it will become 
my QRP boatanchor rig with perhaps a 6V6 in place of the 6L6. 

Thanks and 73, Doug W2CRS 


From boatanchors@theporch.com Tue Oct 22 08:56:19 1996 
From: Al Klase <alklase@prolog.net> 
Subject: Re: Need Help on Old "Cans" 


Message-ID: <199610221216.IAA28521@ns1.ptd.net> 


At 05:36 PM 10/20/96 -0500, Adam McLaughlin wrote: 

>Hello Everyone! 

> 

>An old timer (Licensed since 1932) gave me a pair of old headphones this 


>summer. They are h-e-a-v-y and they are big. On one side of each "can 
>there is this writing: 
> 
>NATHANTEL BALDWIN 
>SALT LAKE CITY, UTAH 
> MAY 10, 1910 
>PAT. 
> SEP 14, 1915 
> TYPE C 
> 
Adam and the Group, 
Yes, these are the famous "baldys". The advertizing claim in the 


early 1920's was that using these phones was as good as adding an extra 
stage of audio. Considering the gain of available tubes at that time, this 
was probably true. I think you'll find them about 10 dB more sensitive that 
most common headsets. 

They use mica diaphrams which are connected via a wire link to a 
balanced aramature located between the magnet pole pieces. This basic 
design was used later on in sound-powered telephones, where efficiency was 
of tantamount importance. 

The baldys roll off somewhat above 1 KHz which make them nice for 
CW. Their sensitivity make them ideal for crystal sets, or one tubers. 


73, Al 


Al Klase - N3FRQ 
alklase@prolog.net 
Flemington, NJ 


From boatanchors@theporch.com Tue Oct 22 21:40:55 1996 
From: Richard Hager <rhager@millcomm.com> 

Subject: Re: Need help with AT-1 

Message-ID: <326D5487.58E2@millcomm.com> 


carl yaffey wrote: 

I need: 

> (1) A source for parts such as 100mmf micas, 1.1MH RF chokes, etc. Any good 
> suppliers with catalogs out there? Someone mentioned MCM Electronics....-- 


Hi Carl, 


You might check out Mouser Electronics. They have a ton of stuff and good 
service. Prices are reasonable. They have a number of complete lines of 
inductors and I'm pretty sure they have mica caps. 


Mouser number: 800-346-6873 Ask for free catalog. 


Be aware that when replacing inductors, first try to get one of same construction 
as original. In other words, if the old one is a single layer on a powedered iron 
core, try to get a replacement that's the same. Some circuits don't like the 
different parasitics of a differently constructed inductor. 


Good luck! 
Richard Hager 


Ah-ha! Design Group, Inc. - 
Precision CNC Technology, since 1991 - 
612-641-1797, Fax: 612-641-8681 - 

"IT just like to build stuff" So... = 
for CNC info, don't email me, call - 
or email Ah-ha! directly. Thanks! - 
www.gdic.com/ahha email: ahha@gdic.com - 


++ tee tit 


From boatanchors@theporch.com Tue Oct 22 16:41:09 1996 

From: Karan Lee Carruth <klccarru@tenet.edu> 

Subject: Painting engraved panel markings 

Message-ID: <Pine.OSF.3.91.961022160024 .32637A-100000@Joyce-Perkins.tenet.edu> 


There have been several questions lately about painting engraved panel 
markings and switch knobs. I just got the latest Antique Electronic 

Supply catalog and noticed that they have "lacquer stik" paintsticks in 
white, black, red and gold on page 31. 

They also have wrinkle finish paint on the same page in black, grey or brown. 


They don't pay me to do this - heck, they don't even know me, much less 
give me a discount!! 


Also noticed that they don't list 1L6 tubes anymore! pool 


Lenox, WA50VG 


From boatanchors@theporch.com Tue Oct 22 21:40:55 1996 
From: KA9EGW@aol.com 

Subject: Re: Painting engraved panel markings 

Message-ID: <961022220553_1079352398@emoutO01.mail.aol.com> 


It's hard to beat a #00 pinstriper's brush and "Sign Painter's One-Shot" 
brand enamel... 


From boatanchors@theporch.com Tue Oct 22 16:41:09 1996 
From: BEN NOCK <106312.1035@compuserve.com> 

Subject: PRC351 (BCC61) Info wanted 

Message-ID: <199610221351 MC1-B3E-814E@compuserve.com> 


Hi, I am looking for circuit, instructions etc etc for the PRC351 set, or 
its aviation equiv, BCC61. If you have any info I will be happy to 
pay costs etc, US$ if in USA. 


Many thanks, Ben G4BXD 


MILITARY WIRELESS IN THE MIDLANDS 
SEE PRACTICAL WIRELESS< SHORT WAVE MAG< 
CQ MAG< HAM RADIO TODAY<RADIO BYGONES 


From boatanchors@theporch.com Tue Oct 22 16:41:09 1996 

From: "Anderson, Craig - Ext. 1365" <CAnderso@smtp.stp.tec.mn.us> 
Subject: Receiver Alignment 

Message-ID: <326CFE3F@smtp.stp.tec.mn.us> 


Does anyone know of a good book on receiver alignment. I have seen some 
Tech Manuals that do a good job of it but do not currently own a copy. 
Having spent my entire career in the Integrated Circuit industry I was not 
exposed much to tube theory. I have purchased what I feel is adequate 
equipment (HP-8640B, HP-400E and HP-402D) to do the job, now all I need is 
the ABC's of how to do it. I've done a little bit of it on VHF FM stuff but 
that is far from an SP-600JX or R-390A. 


Any advice is greatly appreciated. 


From boatanchors@theporch.com Tue Oct 22 08:56:19 1996 
From: billo@nti.net (Bill Wilson) 

Subject: RE: recent arrival-183D 

Message-ID: <19961022003814293 . AAA73@LOCALNAME> 


Gang, 


I got my "working" NC-183D about three years ago...My set lit up and 
just hummed, it needed alot of internal stuff to get it going. The power 
transformer on my set was a replacement, one of those mil-spec looking 
transformers was used. The power transformer in the 183/183D must be a weak 
link since I have seen numerous posts searching for replacement. I have 
to admit that at the time I did not have the time to get elbo deep into the 
thing and I took it to a vintage ham radio shop (fixing cb's paid the bills) 
and let him have a crack at it. 

The problem was too many burnt up resistors and bad bypass caps. 
National must have owned stock in a capacitor factory judging from all the 
.01s in the set (ever look under a 1950 Philco BA tv?). He got it going 
best he could and I have never really stopped fixing it up even more. The 
model here is a very early model judging from the two digit serial number. 
It borrows from both models (the vanilla 183 and the 183D) in the schematic 


so you have to have both schematics to work on it. I found many more out 
of value resistors and replaced most of the coupling and bypass caps until 
the voltages were correct according to the manual. The set works fine now 


but this was not a quick fix radio. BTW Terry, I got mine next to a HRO5OT 
as well. 


Regards, 


Bill 
ACALC 
Jacksonville, Al. 


From boatanchors@theporch.com Tue Oct 22 08:56:19 1996 
From: pmills@A.crl.com (Phil Mills) 

Subject: RE: recent arrival-183D 

Message-ID: <199610220138.AA02124@A.cr1.com> 


>.01s in the set (ever look under a 1950 Philco BA tv?). 


Yes, I know. Back when I was a young teenager I worked for my elmer in 
his radio/tv repair shop. Bad caps were the bane of the industry back 
then....nice thing about them though was they were easy to spot and 
fix. I remember I had my very own personal TV set back then....we are 
talking late 50's....it was an old Philco round tube set, 12 inch crt. 
I would watch whatever I wanted in my attic shop while my parents used 
the big set downstairs....my favorites at the time were the Bela Lugosi 
and Boris Karloff horror movies from the 30's and 40's.... 


I replaced all the caps and used an entire can of tuner cleaner to get 
it going. 


Now, when I look underneath a chassis and see black caps with color code 
stripes, they get replaced immediately...and this ranges from the black 
Collins stuff to more modern things too. I've seen them in Hallicrafters 
and Johnson rigs. My standard procedure before "seeing if it works" 

is to check the tubes, reform the electrolytics, replace any wax tubular 
caps, replace any black color coded tubular caps, and, last but most 
important, install a 3 wire grounded ac cord....at this point it is safe 
for both operator and radio to do an initial power up. 


thanks & 73, 
Phil 


Phil Mills, AB5TH KARE Wanted --- 1957 ARRL Handbook KKK 


pmills@a.crl.com 
713-992-5762 
Friendswood, TX (south of Houston) 


From boatanchors@theporch.com Tue Oct 22 16:41:09 1996 
From: mknudsen@lucent.com 

Subject: RE: recent arrival-183D 

Message-ID: <9610222102 .AA02579@bock.ih. lucent. com> 


Interesting to rad about your 183D. One of the few gen-coverage 
Nationals of its day that was better than the 173 that I just got. 
There are a lot of wax and black beauty caps under it, and I shudder’ 
to think how many will need changing. Also the HRO-60 I paid too 
much for has a replacement pair (!) of xfrmers -- maybe National 
cheaped out on those in later years. 


OTOH I had an NC-101X with original cool-running xfrmer, 

and all original paper caps and ‘lytics, all FB! Only a couple of 
resistors had drifted up, and not all that much. Probly by 1947 
National was no longer making all their small parts. 


Re never being finished fixing up -- that 101X never did impress me with 
its sensitivity, tho measurements showed there was nothing wrong 

with any voltages or resistances. I'm hoping the 173 will be my first 
good National. 73, mike k aa9rg 


From boatanchors@theporch.com Tue Oct 22 21:40:55 1996 
From: "E.V. Sandy Blaize" <ebjr@worldnet.att.net> 
Subject: RE: recent arrival-183D 

Message-ID: <19961023005702 . AAA85@LOCALNAME> 


At 09:05 PM 10/22/96 +0000, you wrote: 

>Interesting to rad about your 183D. One of the few gen-coverage 
>Nationals of its day that was better than the 173 that I just got. 
>There are a lot of wax and black beauty caps under it, and I shudder’ 
>to think how many will need changing. Also the HRO-60 I paid too 


>much for has a replacement pair (!) of xfrmers -- maybe National 
>cheaped out on those in later years. 
> 


>OTOH I had an NC-101X with original cool-running xfrmer, 

>and all original paper caps and ‘lytics, all FB! Only a couple of 
>resistors had drifted up, and not all that much. Probly by 1947 
>National was no longer making all their small parts. 

> 

>Re never being finished fixing up -- that 101X never did impress me with 
>its sensitivity, tho measurements showed there was nothing wrong 

>with any voltages or resistances. I'm hoping the 173 will be my first 
>good National. 73, mike k aa9rg 

> 


I don't think this is necessarily so. Maybe someone like Hank who 
was closer to the National operation would know. 


I have an NC-183D that I refurbished a few years ago. Like all the 
Nationals I have tangled with that were post-war, the resistors had nearly 
ALL increased in value! Some 2-3 times their color code! 47K resistors 
reading from 80-150K ohms! 

This 183D has ALL its original caps. The 'papers' were the grey moulded 
variety. 

The Sprague "Black Beautys" including the white or yellow ‘printed value' 
ones, or the color coded band ones seem to be the worst I've run across. 
Except maybe the dreaded black moulded "micamold" caps that are mica "look 
alikes"! Most of the troublesome Spragues had one lead soldered to a 
projecting "tube". They liked to leak oil as well! The later Spragues with 
orange ‘printed values' or the ones that did away with the "tube" seem to be 
much more reliable. Don't replace them wholesale unless you have several 
that are actually testing bad on a capacitor checker. You may not need to 
replace them! 

I have an RME-69 (circa 1937) that I did have to replace all the 
papers in, BUT 
the oil filled filter caps and the electrolytic in the audio amp cathode 
circuit is STILL GOOD! Most of the resistors are OK too, and this set uses 
the old radial lead "body-end-dot" resistors! 

I don't know exactly WHO supplied the National Company with 
resistors. I have heard tales of them making their own. I can confirm 
nothing. As I stated, I have had the SAME trouble with nearly every post 
war National I've rebuilt except the "Cool 
Blue" ones (NC-300 etc.) 


73 


E. V. Sandy Blaize, W5TVW 

"Boat Anchors collected, restored, modified, traded & used!" 
ebjr@worldnet.att.net 

417 Ridgewoood Drive 

Metairie, LA., 70001 

4Still looking for: Hallicrafters SR-75, and 860 tubes!? 


From boatanchors@theporch.com Tue Oct 22 16:41:09 1996 

From: Paul Bernhardt <bern@ppdu.nrl.navy.mil> 

Subject: Return from Austin 

Message-ID: <Pine.A32.3.91.961022152455 .23500B-100000@ppdu.nrl.navy.mil> 


BA Experts, 

I just returned from a quick trip to Austin. Thanks to all who sent me 
suggestions about where to go and who to visit. I stopped in to see 
Chuck Dachis, Ron Follmar, and Niel Wiegand. I also attended the Texas 
Antique Radio Club (TARC) meeting in Buda on Saturday morning. I picked 
up the following items in my travels: 


AN/ART-13 Transmitter 
BC-AS-230 Transmitter 
APR-4Y Radar Receiver 
TV-177 Tube Tester 


I have some information on the APR-4 but I would like to purchase 
Technical Manuals (or copies) for all of these items. 


Sincerely, Paul Bernhardt, KF4FOR 
5704 Ridge View Dr. 
Alexandria, VA 22310 


From boatanchors@theporch.com Tue Oct 22 08:56:19 1996 
From: lsmith <lsmith@icenter.net> 

Subject: Robert Ross 

Message-ID: <326C4F46.214D@icenter.net> 


Sorry to burden the BA with this, I accidently trashed "Radiorob's" 
email, and this is the only way I can think of to reach him. The tube 
is in the mail! Email me. 

Lee 


From boatanchors@theporch.com Tue Oct 22 16:41:09 1996 
From: KA9EGW@aol.com 

Subject: Re: Satin Finish chemistry 

Message-ID: <961022100416_1548195229@emout19.mail.aol.com> 


Another alternative for about $60 is the Badger "Hobby Abrasive Blast Gun" 
which is nothing more (or less) than a bastard stepchild of an airbrush and a 
sandblaster, suitable for blasting the lettering off model railroad cars 
without (immediately) damaging the underlying paint, putting a beautiful 
satin finish of extremely fine grain on the aluminum oil pump on my Harley, 
and removing the scum and crud from the front panel of my R390 without eating 
into the underlying metal. 

I find that when the original jar of abrasive runs out, rather than replacing 
it @ $6, Comet cleanser works as well. 

73. 


From boatanchors@theporch.com Tue Oct 22 21:40:55 1996 
From: "Allan Fritsche" <fritsche@msn.com> 

Subject: Seliniums in the R390 Boats 

Message-ID: <UPMAILO3.199610230033480628@msn.com> 


Gang, I had an experience with a total fail of a sel. Rect in a R-390 orA 
model in Korea while in the ASA. Was pulling the rig out of a dual console bay 
and all of a sudden, smoked filled the Com Van. Everybody baled out into the 
snow and fridgit cold. Talk about stink. Please be careful around these guys 

I was 20 years old when that happened and it didn't appear to do much damage 
to me, except for the longing desire to NEVER own one of Collins Best Military 
rigs. 

BE CAREFUL 

Your Friend Al 

fritsche@msn.com 


From boatanchors@theporch.com Tue Oct 22 21:40:55 1996 
From: k7yha@juno.com (Richard H. Arland) 

Subject: Southern Hospitality, Atlanta Style 
Message-ID: <19961022.223154.9511.0.k7yha@juno. com> 


Gang: 

Just returned last evening from the Atlanta area and the Grove 
Communications Expo at the Atlanta Airport Hilton. I was really tired 
after a 17+ hour drive, but did check e-mail and found over 450 mssgs 


waiting for me! 


During my stay in Atlanta and surrounding area, I managed to meet three 


outstanding "Southern Gentlemen": Andy, WA4KCY, Bill, AC4LC and Marty, 
AA4RM. Bill lives in Jacksonville, AL, where my daughter and son-in-law 
reside, and I had the good fortune to wander by his shack on Thursday 
evening. What a collection of great radio gear. However, what REALLY 
caught my eye was the 1949 Philco TV set he was watching the baseball 
game on. IT seems that Bill's other passion is for BA TV sets, of which 
he has a few! Bill's BA radio collection is nothing to sneeze at, 
either. He does some really outstanding restoration work. His method of 
displaying his gear gave me an idea or two that I will incorporate in my 
own shack. 


Andy came by the Hilton a couple of hours before my first talk, and we 
enjoyed a solid two hours of talking BAs and "weapons of distruction". 
Andy brought along the very first BC-611 I'd ever seen, in pristine 
condition. He also tantlized me with several pictures from his web site, 
including a picture of his SX-88 and HT-20 combo! Suffice it to say that 
the next time I am near Atlanta, I will make every attempt to get by 
Andy's QTH and see his shack. It is truly AMAZING! 


Marty wandered in on Sunday morning and we started talking BAs, and by 
the time our conversation really got going, we had at least 10 other 
EXPO attendees of the in on the discussion. 


In all, I had an absolutely GREAT time in Atlanta. It was made even 
better by these three find Southern Gentlemen. Thank you all. You'll 
never know how much I enjoyed our limited time together. When I come 
back down next June (for the Atlanta Hamfest) I plan on taking at least 
a week's leave from work to do some "serious" BAing. 


73 rich K7YHA 


From boatanchors@theporch.com Tue Oct 22 16:41:09 1996 
From: Glenn Finerman <GFINER@nms.com> 

Subject: re: Stuck knobs 

Message-ID: <s26ca412.028@nms.com> 


My method for removing ANY knob from a BA I'm in the process of 

restoring is to place a few drops of De-Oxit D-100L liquid (not the spray) 
in each screw hole in the knob. Let it sit overnight. Somehow the 

Deoxit works it's way around the set screw and breaks it free when 

you apply the wrench the next day. I'm recommending this method 

because it's never failed! Works every time. 


(of course I haven't tried it with a C.P. soaked radio yet!! Hi Hi!!) 


i ee ee ae Glenn N2BIG gfiner@nms.com 


From boatanchors@theporch.com Tue Oct 22 16:41:09 1996 
From: KA9EGW@aol.com 

Subject: stuff I've promised 

Message-ID: <961022102021_1812019264@emout05.mail.aol.com> 


I know I promised a Viking mnaual copy I had lying around to someone from the 
list, but in my disorganization I seem to have lost the individual's address. 
Whoever you are, please e-mail me again. 

And to the other 3 people out there awaiting 

a knob 

a bezel 

a cabinet top 

Please rest assured you have not been forgotten. Between 40 hrs a week at 
one job, 30 at another, a brother in the hospital with cranial trauma, and 
all the little bullshit going on around here, I am just plain swamped. Right 
now I'm reading e-mail from about 2 weeks ago. I've got month-old bills 
sitting here waiting to be paid with the undeposited paychecks sitting here 
because I just don't even have time to go to the bank. This all WILL get 
taken care of as soon as I can wangle a day off. 

Your patience is appreciated, and if you're into it, your prayers for Greg 
too. 

73. 

KAYEGW@aol.com 


From boatanchors@theporch.com Tue Oct 22 08:56:19 1996 
From: wb6zwc@ns.net 

Subject: superglue 

Message-ID: <199610220347 .UAA11307@tomcat.ns.net> 


Possibly a new use for superglue. I have used it several times on screws, 
nuts and washers when these items are to be installed in “out of the way 
places". 


You know, when eight or ten fingers on one hand would be nice! Ofcourse, only 
when working on BA's. 


From boatanchors@theporch.com Tue Oct 22 16:41:09 1996 
From: Bill Sorsby <bill.sorsby@dlep1.itg.ti.com> 
Subject: Re: Tool Question 

Message-ID: <199610221946 .0AA28994@lesol1.dseg.ti.com> 


At 02:14 PM 10/22/96 -0500, you wrote: 


>Folks, 

>I have run into some setscrews in vintage gear recently that have a slot 
shape that 

>is new to me. Unlike the familiar hex slot, found in Allen setscrews, this 
slot is 

>cross shaped. There was a thread last Spring going in the BA list about 
"Bristol" 

>drivers. Is this cross shaped slot a "Bristol" slot? If so, where can I buy 
a set of 

>drivers for this shape slot? Any help appreciated. 

>Regards, 

>John Heck, KC8ETS 

>Dayton, Ohio 

>jkh@lexis-nexis.com 


Hi John, 


What you're describing sounds like a 4 point Bristol. Collins used lots of 
Bristol screws and Hallicrafters also used some. My HT-37 is loaded with 
Bristol screws, both 4-point and 6-point. FWIW, some of the 6-point Torx 
wrenches work reasonably well with Bristol screws. 


Mike Knudsen recommended McMaster-Carr as a source for Bristol wrenches a 
while back and put together a long list of available sizes. In working on 
my R390, R390A, KWM-2A and HT-37, I've had occasion to use about a half 
dozen Bristol wrenches from the long-arm and short-arm sets I ordered. They 
weren't cheap but they've come in quite handy. I believe I paid about $25 
for the two sets I got and haven't regretted it a bit. Mike's post follows: 
(BTW, the long-arm set is needed for the R390.) 


rote ot begin included msg------------- 
I've listed the McMaster part numbers for reference, since it 
can be difficult to get a catalog sent out (they are about 2500 pages). 


0.D. I.D. short p/n long p/n sets 
4 flute 

.033 .026 7048A11 n/a A 
.048 7048A12 7048A61 A 
.069 7048A15 7048A62 AB 
.076 7048A16 7048A63 AB 

6 flute 

.048 .040 7048A13 7048A64 A 
.060 .050 7048A14 7048A65 AB 


.072 .063 7048A17 7048A66 AB 


.096 . 080 7048A18 7048A31 * ABC 


.111 .096 7048A19 7048A32 * ABC 
.133 .116 7048A21 7048A33 BC 
145 .126 7048A22 7048A34 BC 
. 168 .147 7048A23 7048A35 BC 
.183 .161 7048A24 7048A36 BC 
.216 .188 7048A25 7048A37 C 
.251 .219 7048A41 7048A67 
291 .252 7048A42 7048A68 
.372 .316 7048A43 7048A69 
454 . 383 7048A44 7048A71 
.595 . 506 7048A45 7048A72 


Sets (prices may not be correct): 

A - 9 pc. short-arm set $6.40 p/n: 7048A54 

B - 10 pc. short-arm set $7.56 p/n: 7048A55 

C - 7 pc. long-arm set $11.05 p/n: 7048A56 x 


(1) McMaster-Carr Supply Company, 600 County Line Rd., Elmhurst, IL 60126-2081 
ph: 708-833-0300 fax: 708-834-9427 


add'l sales/distribution centers: 

Atlanta, GA ph: 404-346-7000 fax: 404-349-9091 

Los Angeles, CA ph: 310-692-5911 fax: 310-695-2323 

New York City/Philadephia ph: 908-329-3200 fax: 908-329-3772 


KA KIK KK KKK KIKI KIKI III IKK KIA IKI IKI IAAI IIIA IKI 
bill.sorsby@dlep1.itg.ti.com 

Views expressed herein are no one's fault but mine. 
KK II KK KKK KAI IK IKK III IK IKK III IKI KIKI III III IK III 


From boatanchors@theporch.com Tue Oct 22 21:40:55 1996 
From: mknudsen@lucent.com 

Subject: Re: Tool Question 

Message-ID: <9610222250.AA02779@bock.ih. lucent. com> 


Bill -- actually, it was someone else who originally posted those 
McMaster-Carr lists, but thanks for mentioning my name anyway :-) 


Hint: Get the 'A' set -- its largest item is the biggest one you'll 
need, the size that fits all the R390A screws. I made the mistake 
of ordering the B or C set, forget which, and all the other tools 


are 6-spline and bigger than anything I've found in a radio. 


Best but not cheapest way is to get a 5133/R388 with intact tool set 
inside -- then you can tear down Halli SX-42 and SX-100 all day, 

and 75A4 verniers too :-) 

73, mike k aa9rg 


From boatanchors@theporch.com Tue Oct 22 21:40:55 1996 
From: stever@cybercomm.net (Stephan Rashkin) 

Subject: Re: Tool Question 

Message-ID: <199610230002.UAA12967@raven.cybercomm.net> 


>What you're describing sounds like a 4 point Bristol. Collins used lots of 
>Bristol screws and Hallicrafters also used some. My HT-37 is loaded with 
>Bristol screws, both 4-point and 6-point. FWIW, some of the 6-point Torx 
>wrenches work reasonably well with Bristol screws. 

KI KIK KKK KK IKK KIKI KIKI IK 


Exactly which sizes would one need to obtain a complete 

set for the R388/51) series including the 514? 

I'm particulary interested in the size to remove the VFO from the 
shaft of the dial at the coupler.. 

Thanks 73, 


Steve, WA2NHZ 


KKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKEKKKKKKKKKKKKKAKK 


Steve Rashkin, WA2NHZ 
Howell, New Jersey 07731 


E-mail: stever@raven.cybercom.com 


KKKKKKKKKKKKKKKKKKKKKKEKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKK 


From boatanchors@theporch.com Tue Oct 22 08:56:19 1996 
From: Larry Godek <AZCOT@gnn.com> 

Subject: Tucson Swap 

Message-ID: <199610220359.XAA12652@mail-e2b.gnn.com> 


Sunday was the umteenth anual DeAnza Drive-in Swapmeet in Tucson. 


Windy but nice temp range. On had were the following items. I 
didn't write down all the prices but most were quite reasonable. 


SX-100 

HT-32B 

HT-37A 

Hammarlund PRO-310 for $375. Nice radio about an 8.5 on 10 scale 
National NC-300. Several of them 

Hammarlund HQ-180 

RAK-7 L£ receiver with power supply. No interconnect wiring, 
manual for $100. Clean and tempting. 

Heath gear AM-2 Q-mult. 4 ea in nice clean condx. 

Misc other Heath gear. 

Nice shiny Apache tx. Already bought. 

Numerous Collins pieces. Nothing clean. Price a bit higher than I 
though right. Nothing in the 75-A series. Only S-line gear. 
Several Collins rack mounts 

Lots of guys with tubes for $1. 

No command sets or old mil gear of interest either. 

No Harvy-Wells, or Gonset that I saw. Various pieces and types of 
test gear from H-P VTVMs to Bird wattmeters and microwave stuff. 
Couple of C-E Multi-Phase transmitters. Think they were 20A models 
One had meters added but both clean units. Price not marked. 
Johnson Invader (low power version) Not bad. Works to according 
to owner. 

Pretty nice SX-100. I really had to grit my teeth and walk away 
from this one. Tuning was nice as was the front panel. Case not 
bad shape either. 

TCS-15 receiver that was not complete. Nice cabinet though. $25 


I found a SOLAR Model CF Capacitor EXAM-ETER. Nice clean and 
intact. Meter even not scratched up. No probes for it though. 
But can be used to reform caps as it will do various functions 
including measure caps in the circuit. First and only one I have 
ever owned so its a newbie to me. Looking forward to trying this 
thing out. 


Only one or two BA people there that I know of. August who is 
redoing the SRT-13 tx and Lock WiNML. Lots of other AM folks there 


but not active on here. 


I've probably missed some gear but maybe one of the other attendees 
will fill in what I've left out. 


Larry AZCOT@gnn.com 


Gilbert, AZ. 85233 


From boatanchors@theporch.com Tue Oct 22 16:41:09 1996 
From: winml@juno.com (Lock Pingree) 

Subject: Tucson Swap 

Message-ID: <19961022.090419.7031.0.wLinml@juno. com> 


Larry WOOGH pretty well listed all the gear that I saw there. Except for 
a beautiful 

looking NC-183D. Didn't get the asking price....oh, and the Clegg 
Interceptor receiver 

that followed me home. Gotta get that six meter antenna up........ 


73 to all 
Lock Pingree WINML (ex KB7TQ) 
winml@juno.com 


From boatanchors@theporch.com Tue Oct 22 21:40:55 1996 
From: "August H. Johnson" <kg7bz@whitemtns.com> 
Subject: Re: Tucson Swap and Info Wanted 

Message-ID: <326D7ECD.79E1@whitemtns.com> 


Larry Godek wrote: 

> 

Sunday was the umteenth anual DeAnza Drive-in Swapmeet in Tucson. 
Only one or two BA people there that I know of. August who is 
redoing the SRT-13 tx and Lock WINML. Lots of other AM folks there 
but not active on here. 


VV VV 


Yes, I was there. Found several things I wanted, now I need 
information. I got a BC-348Q for $20, can someone send me a schematic 
or manual copy? I'll pay! The paint here is a bit rough but the 
metalwork is perfect, chould clean up and re-paint to look fantastic. 

It is missing the dynamotor, has a homemade external supply but it'll 
fit inside with a little work. Rather insensitive and out of cal but is 
operational on all bands. I'll have fun with this. 


I also have a real nice Collins VHF aircraft Rx/Tx pair in a totally 
unused shock-mount rack, connectors have never been soldered to. Also 
have the control head. This should be useful on 2M AM as it covers 
118-151 Mc in 50 Kc steps. The Rx is a 51X-2B, the Tx is a 17L-7A and 
the control head is a 614U-1. Does anybody have schematics for these? 
They'd sure make it easier to figure out how to hook them up! This is a 
real nice motor-driven crystal-synthesized pair of devices. The final 


on the Tx is a 6884 tube and the inverter power supply and modulator are 
sand state. Plenty of tubes in both. It runs on 28VDC. 


Another thing that walked home with me was an HP 330D distortion 
analyzer, I also need a manual or copy for this. 


A friend has asked me to see if anybody can identify a Marconi 
receiver that he picked up in Canada this summer. Somebody re-painted 
the cabinet and neglected to re-install the nameplate on top. At least 
they masked off the power supply name when they re-painted it. He'd 
also like to buy a manual or copy if anybody has one. The receiver is 
in two parts, separate power supply. Power supply says Marconi Canada 
VP-3 Power Unit. 


The receiver has six bands: 
15-30 Mc 
7-16 Mc 
3.4-7.6 Mc 
1.5-3.5 Mc 
200-515 Ke 
80-200 Kc 


TmmMoUVADWD SYS 


The tube complement in the rx is: 

1st RF 6SK7, 2nd RF 6SK7, Mixer 6K8, Osc 9002, 6H6, 6B8, 6SK7, 6F6, 
VR150, 6SK7, 6SK7 and this socket has been re-labeled as 6SG7 with a 
paper label. 


The date APR 25, 1944 is stamped on the tuning condenser cover. 


I've put pictures of it at : 

http: //www.whitemtns.com/~kg7bz/marconil. jpg 
http: //www.whitemtns.com/~kg7bz/marconi2. jpg 
http: //www.whitemtns.com/~kg7bz/marconi3. jpg 


You can respond to me on this Rx or to him: 


Barry Watson N7SEP 
Tucson, AZ 
mailto: bwatson2@juno.com 


The SRT-14 is making progress, I installed the replacement modulation 
transformer and now it can modulate 100% with no problem. I discovered 
that the squelch circuit (noise gate to audio folks) is messing up the 
grid bias on one of the low level audio tubes and causing distortion and 
the audio AGC isn't operational even when the switch is turned on so 
there're some more problems to go after. I'm getting nearer to getting 
on the air with it now! Of course then I'll want to turn it into an 
SRT-15 with the additional drawers I got, but I'm going to use it a bit 


first. 


August 


August Johnson KG@7BZ AMI 733 http: //www.whitemtns.com/~kg7bz 
P.O. Box 795 
Pinetop, AZ 85935 


(520) 367-0592 


From boatanchors@theporch.com Tue Oct 22 16:41:09 1996 
From: Philip McCoy <dgnova@erols.com> 

Subject: tunnel diodes 

Message-ID: <199610221617 .MAA04796@smtp2.erols.com> 


In regards to the discussion about tunnel diodes, if anyone 
knows a source for these devices, please notify me by e-mail. 
I wish to use them for oscillators. 

Philip McCoy dgnova@erols.com 


From boatanchors@theporch.com Tue Oct 22 21:40:55 1996 

From: Karan Lee Carruth <klccarru@tenet.edu> 

Subject: TV-7A/U Lamps 

Message-ID: <Pine.OSF.3.91.961022190215 .7787E-100000@gaston.tenet.edu> 


Does anyone know what lamp is used for the fuse in the TV-7? I need one 
as well as one of the neon "shorts" lamp. [I got the "shorts" in the lamp 
department ;-) ] I looked at another TV-7 and discovered that the neon 
lamp is a NE-45 but can't read the lettering on the other one. Looks like 
81 or, perhaps, 61 - help! This looks suspiciously like one of the 

older automotive lamps. Where can I buy both of these? 


The tester also has a broken meter glass. The meter is sealed. Anyone 
know if they can be easily opened to replace the glass or is that bad 


news? Anyone know where to get a replacement meter? 


Thanks for the help. 


Lenox, WA50VG 
klcecarru@tenet.edu 


From boatanchors@theporch.com Tue Oct 22 16:41:09 1996 

From: "Bob Ragain, 303-470-2534, RAGAIN@SEDALIA.OMNES.SLB.COM" 
<RAGAIN@hubvx6.sedalia.wireline.slb.com> 

Subject: Upcoming SAQ experiment 

Message-ID: <961022093342.25053cc1@hubvx6.sedalia.wireline.slb.com> 


Hello fellow BA'ers, 


For those interested in other's attempts to hear Radio Station SAQ tonight, 
here's a description of my setup: 


Loop antenna: 3 £t diameter, 140 turns of number 24 (19 x 36) thinly 
insulated wire. Parallel tuned with 3 sections x 350 pF variable cap. 
Every effort was made to keep the loop balanced, including the output leads. 


The Loop tunes about 15 kHz to 20 kHz. BTW, it started out with 80 turns 
and the additional turns were required to get it down to 17.2 kHz. Heard 
lots of stuff in the higher bands above about 50 kHz and the antenna will 
be retuned to that freq range after the SAQ experiment. 


The antenna is fed into a TEK 7603 with differential plugin (a 7A22) with 

1 meg Ohm / 47 pF load. This way the antenna is not loaded and the diff-amp 
plugin provides gain and impedance conversion to the 50 Ohm vertical output 
on the back of the scope. The vertical output goes to a Mackay receiver type 
128AW which covers down to 15 kHz. (Tom, if you read this, thanks for all 
the help!) 


The BIG receiving challenge so far is with line noise. The noise in my 
neighborhood is terrible. Line spikes measure 100 mv P-P compared to real 
signals like WWVB (60 kHz) at 60 mv P-P. The problem is to find a location 
with much less power line noise but with AC power for the boat anchor receiver! 
With the visual output on the scope, however, it's surprizing what you can 
"see" between the line noise pulses. Using line triggering to stop the AC 
spikes, I could copy WWVB and some other stations sending CW just by watching 
the increases in level of the noise line between the noise spikes. The audio 
output from the system was useless with the line noise. 


And time is short! 
Good luck to everyone on this experiment. 


Bob 


From boatanchors@theporch.com Tue Oct 22 16:41:09 1996 
From: wbird@dns1.ala.net 

Subject: Wanted: 

Message-ID: <M.102296.133432.20@ala.net> 


Wanted: Bandswitch knob for Kenwood R-599A rcvr. Willis T. Bird (W4WUL) 
e-mail: < wbird@mail.ala.net > 

Also, if anyone has a good idea how to get a superglued knob off a shaft I am 
oper for suggestions. No..I won't tell you who did this stupid trick! 


From boatanchors@theporch.com Tue Oct 22 21:40:55 1996 
From: Bob Rolfness <rsrolfne@atnet.net> 

Subject: What Value? 

Message-ID: <326D46E0.3A8C@atnet.net> 


Greetings - Just found and have no idea of value. Any help would be 
appreciated. 


1. Bell & Howell Schools [DeVry Institue of Technology] Television 
Servicing Home Study Course. 15 3 inch 3 hole loose leaf binders 
Starting and Volume 1 "Introduction to Electricty and Electronics" and 
ending up Television Servicing. This course was popular in the late 60s 
or early 70s and included several Heath kits, ie. VOM, VTVM, O-Scope, 
and 25 inch Television Set. Have only the study books. 


2. CV -89/A 
Any help or offers? 


73's Bob W7VZX 


From boatanchors@theporch.com Tue Oct 22 21:40:55 1996 
From: KA9EGW@aol.com 

Subject: Re: Where is it?? (fwd) (6T9er) 

Message-ID: <961022220333_1745806274@emout17.mail.aol.com> 


I know the 619 is just a 6C4 and some pentode in a single envelope; might not 
a 6C4 and 5763 work as well? 


From boatanchors@theporch.com Tue Oct 22 08:56:19 1996 
From: KA9EGW@aol.com 

Subject: who was I sending the Viking manual to? 
Message-ID: <961022095043_1812014714@emout01.mail.aol.com> 


Not that I've been disorganized lately, but will the party who contacted me 
about a month ago wanting my leftover Viking 2 manual copy, e-mail me again? 


Thanks, and sorry for the screwup. 


Brian KA9EGW@aol.com 


From boatanchors@theporch.com Tue Oct 22 08:56:19 1996 
From: "David L. Thompson" <thompson@mindspring.com> 
Subject: WTB rack slide drawers 

Message-ID: <199610220510.BAA21197@itchy .mindspring.com> 


I have a Bud desk (open type) rack. I am looking for one or two relay rack 
slide drawers with or without the bottom plate. 


E-Mail to me directly. 
Thanks, 


73, Dave K4JRB 
thompson@mindspring.com 


From boatanchors@theporch.com Tue Oct 22 21:40:55 1996 
From: RBARON@opus.mco.edu 

Subject: WTB SP600 

Message-ID: <OQ1IAYGCZC35U001M8Y@opus.mco.edu> 


Searching for an SP600 with no problems. It will be well treated and 
much appreciated. Pick up only please- within about a days drive from 
Toledo, Ohio. Thanks. 


Richard Baron KF2V 
419-531-5000 
rbaron@opus.mco.edu 


From boatanchors@theporch.com Tue Oct 22 16:41:09 1996 
From: Roland S Geter PhD <wb6lna@primenet.com> 

Subject: WTB: Collins KW-1 

Message-ID: <199610222024 .NAAQ5325@primenet.com> 


Will pay cash and shipping for a Collins KW-1 transmitter in any condition 
working, checked-out, or not. Will pick-up anywhere worldwide. 


Roland S Getex PhD - WB6LNA/7 ex W2RPQ 
Internet: wb6lna@primenet.com 
roland@primenet.com 
ax25: WB6LNA@kc7y.az.usa.noam 


Visit our Web page for brand newly manufactured | 
Collins Radio Accessories and tell others. | 


http: //www.primenet.com/romad/collins.htm | 


From boatanchors@theporch.com Tue Oct 22 08:56:19 1996 
From: Dave Hutchison <djhutch@concentric.net> 

Subject: WTB: Drake T-4XB and T-4 

Message-ID: <326C2422.5ABC@concentric.net> 


I am looking for a Drake T-4XB and T-4 transmitters. If you know of one 
for sale please pass along my name. 


73's 


Dave Hutchison KW9U 


